








TI-Tainer

— This two-piece fastener was especially developed to
enable plywood panels, and other composite panels, to
be efficiently and reliably fitted to commercial trailer
bodies.

— The installed fastener provides minimal protrusion both
inside and outside. It can be removed for repair, and
then re-fitted.

— It is designed to be high strength, vibration resistant,
and leak resistant.

HUCKTAINER® Plus

— Lockbolt system for composite materials.

— A fastening system for hard/soft applications.

— Minimal protrusion both inside and outside.

— Especially developed for vehicle and container
construction, above all for fitting and fastening
plywood panels or similar materials.

— These fasteners are guaranteed to be high strength
and leak-tight.

Bobtail® lockbolt system without pin-tail
— Vibration-proof assembly with high, constant,

pre-stress and fast, shock-proof installation.
— No material waste or risk of corrosion after installation.
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Blind rivet systems

TIFAS® multigrip blind rivets

— This blind rivet stands out for its large gripping area
(which reduces storage and the need for various versions)
and the diverse range of applications it can be used for.

— Benefits of the multigrip blind rivet: large blind-side
footprint, suitable for thin sheeting, high tensile strength,
good bearing pressure and vibration resistance.

— The gripping area is achieved through numerous folding
of the closing head on the blind side.

TIBULB blind rivets

— TIBULB blind rivets are especially suited for use on thin
sheeting that is exposed to high shear and tensile loads.

— The load- bearing mandrel is locked in place during
installation to ensure that the rivet forms a vibration-
proof joint.

— Dustproof and splash proof.

— Also available in A4 stainless steel.

TIFAS® Lock blind rivets

— A standout feature of this rivet is the double locking
system, that ensures the vibration resistant and
secure fitting of the mandrel.

— Its large blind side footprint makes this rivet
ideal for thin sheet applications.

— It has very high shear and tensile strength, as a
result of the high strength supporting mandrel.

— There is no rattling.

40
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M-Bolt blind rivets

— The wide grip range of the M-Bolt makes this blind rivet
ideal for a number of different applications.

— Through its load- bearing mandrel, this blind rivet
comes with high shear and tensile strengths at break.

— The mandrel always breaks flush, even when materials
of varying strengths and thicknesses are present within
the grip range.

— The good hole filling properties make for a sturdy,
vibration-proof and water-resistant connection.

M-LOCK blind rivets

— A high-strength blind rivet that remains snug even
under dynamic load.

— Holes can be prepared to ensure that the joints are
watertight and airtight.

— The mandrel always breaks flush, even when materials
of varying strengths and thicknesses are present within
the grip range.

— The grip range is large.

TIFAS® bulb-tite blind rivets

— High shear strength and secure mandrel retention
(vibration-resistant) are what set the TIFAS bulb-tite
blind rivets apart from other folding leg rivets
(wide grip range, distribution of clamp strength over a
large area).

— Also available with special neoprene washers for a
weather-proof seal.
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Blind rivet systems

TIFAS® Grip blind rivets

— The combination of a consistently large blind-side
footprint, vibration resistance and a partially loadbearing
as well as securely retained mandrel make the TIFAS Grip
blind rivet the ideal choice for thin components that need
to withstand high loads.

— Good hole filling properties compensate for hole
tolerances.

TIFAS® Star blind rivets

— TIFAS Star blind rivets offer a snug fit in metal/plastic
connectors.

— Designed for thin and delicate/soft material.

— The folding sleeve expands into three legs on the blind
side.

— The captive mandrel prevents setting errors or rattles.

TIFAS® Earth tab blind rivets

— These rivets have been specially engineered to enable
every type of earthing connector to be quickly and
safely installed in electrical applications.

— They are supplied with standards-compliant,
integrated spade connectors to ensure that the
application is properly earthed.

— During installation, three integrated brass tabs are
pressed into the application panel to provide for good
electrical conductivity.
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Avibulb® XT blind rivets

— Avibulb® XT are high-strength, breakstem blind rivets
with an excellent blind- side footprint - ideal for use on
thin metals.

— These new blind rivets have a wide grip range and are
exceptionally suited for applications where varying
material strengths are involved.

Avinox® XT blind rivets

— Avinox® XT are high-strength, breakstem blind rivets
with an excellent blind-side footprint - ideal for use on
thin metals.

— The new blind rivets have a wide grip range and are
exceptionally suited for applications where varying %
material strengths are involved. '

BOM? blind rivets

— Exceptionally high-strength blind rivets with
mechanically secured mandrel designed with very high
shear and tensile strengths in mind.

— These high shear and tensile strengths can usually only
be achieved with non-blind lockbolt systems.

— Vibration-proof fastening which is also airtight and
watertight.
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Blind rivet nut systems

RIV-TI® blind rivet nuts

— These blind rivet nuts act as blind rivets and threaded
inserts in one.

— For fastening and connecting one or more components.

— The rivets are installed “blind” from one side, with no
refinishing required.

— Particularly suitable for thin-walled components and
hollow profile sections as they create a durable thread.

— The blind-side bulb prevents pull-out from the application.
— The product range includes a wide selection of materials,

head/body shapes and grip ranges.
— Also available with an underhead seal for gastight and
watertight applications..

RIV-TI® Plus blind rivet nuts

— These blind rivet nuts act as blind rivets and threaded
inserts in one.

— This fastener has been especially designed for use in
thin-walled plastic components, composite materials,
sheeting and hollow profile sections.

— The slotted body spreads on the blind side to produce
four “legs” that create an extra-large footprint which
provides an exceptionally high pull-out strength.

— RIV-TI Plus blind rivet nuts offer a large grip range,
making them versatile in use.

RIV-TI® Flex blind rivet nuts

— Elastic rivet body with stainless steel or brass insert.

— Easy screw-fit installation onto components with
access to one side only.

— Absorb shocks, vibrations and noise effectively.

— Corrosionresistant; also non-conductive when
neoprene bodies are used.

— ldeal for hard/soft connections and blind-hole
applications.
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TUBTARA?® blind rivet nuts

Serve as a blind rivet and threaded insert all in one.

For fastening and connecting one or more components.

— Rational “blind” installation from one side; no secondary

operations required.

Especially suitable for thin-walled components and

hollow profiles as they create a durable thread.

— The blind-side footprint prevents the rivet from being
pulled out of the base material.

— The product range includes a wide selection of

materials, head/shank shapes and grip ranges.

Titgemeyer / 10389EN0724 / 1 45



Transport and mobility

Installation tools and systems

RL20-2 for blind rivets

— High speed processing cycle

— Riveting cycle faster than 1 second

— Economical air consumption due to separate trigger
— Simple handling

— Easy to maintain

— Low weight

— Balanced pressure point at the trigger

— Center of gravity of the tool is in the middle of the tool
— Ergonomic handle

— Air connection at the Back of the tool

— Suspension device for balancer

— Tool-free removal of the pulling unit

— Safety relief valve in the tool

— Rivet mandrel container with quick release

RL50-2 for blind rivet nuts

— Application range blind rivet nuts M3 - M12 mm
— Application range blind rivet studs M4 - M8 mm
— High-speed of riveting

— Low maintenance demands

— One trigger operation

— Autospin - push the mandrel to spin on the fastener
— Automatic mandrel screwing and unscrewing

— Adjustable by force / stroke / combination

— Mechanical control of riveting process

— Wide range of application

— Possible to rivet blind rivet screws

— Soft trigger

— Ergonomic handle for both hands

Safety over-pressure valve in the tool

RL60-2 for blind rivets

— High speed processing cycle

— Riveting cycle approx. 1 second

— Economical air consumption due to separate trigger
— Simple handling

— Easy to maintain

— Low weight

— Balanced pressure point at the trigger

— Center of gravity of the tool is in the middle of the tool

— Ergonomic handle

— Air connection at the back of the tool

— Suspension device for balancer

— Tool-free removal of the pulling unit

— Safety relief valve in the tool

— Rivet mandrel container with quick release
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RL75-2 for lockbolt systems

High speed processing cycle

Easy handling

— Easy to maintain

Low weight

High pulling force

Balanced pressure point on the trigger

— Ergonomic handle

Center of gravity of the tool is in the middle of the tool
Air connection at the back of the tool

— Suspension device for balancer

— Safety relief valve in the tool

— Rivet mandrel container with quick release
(optionally available adapter + container)

RL100-2 for blind rivet nuts

Application range blind rivet nuts M6 - M16 mm
— Application range blind rivet studs M6 - M10 mm
High-speed of riveting

Low maintenance demands

— One trigger operation

— Autospin - push the mandrel to spin on the fastener
— Automatic mandrel screwing and unscrewing
Adjustable by force / stroke / combination

— Mechanical control of riveting process

Wide range of application

Soft trigger

— Ergonomic handle for both hands

— Safety over-pressure valve in the tool

SAN System

— SAN is a modular riveting system that is ideal for fully
automated work environments.

— The system is flexible, allows for the installation of blind
rivets and rivet nuts and is Industry 4.0 ready.
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Fastening systems and their corresponding installation tools

Manual tools Power tools
Manual tools Hydro-pneumatic Hydraulic tools Battery tools
tools
Push-on fasteners 6110
Retaining rings and Pliers internal:
snap rings Jo1, J11, J21, J31,
J41
Pliers external: AO1,
Al11, A21, A31, A4l
Lockbolts RL75-2, Huck (2481, 2581,
< 12.7mm Huck (254, 256) 2583)
Lockbolts Huck (2620-PT,
>=12.7mm 3585, 2630, 507)
Lockbolts Huck (BTT20SF,
Bobtail BTT25, BTT35,
BTT57)
Blind rivets TIOS® 4, TIOS® HR5, RL20-2, RL60-2 Q-Tool® R64XL,
TIOS® HR64 PT POP PB2500,
POP PB3400

Blind rivet nuts

TIOS® HNG, TIOS®
HN10 S, TIOS® HN12
PT, TIOS® HN12 R

RL50-2, RL100-2

Q-Tool® N12XL,
Gesipa Firebird®
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Tools and automated systems with integrated process monitoring

Hydro-pneumatic tools Hydro-pneumatic automa- Hydraulic tools
ted systems

Push-on fasteners

Retaining rings

Lockbolts TC 75 H 35-2
Blind rivets TC 20, TC 60, TC 60-H SAN2
Blind rivet nuts TC 50-13 SAN4
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Notes
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About us

The Titgemeyer Group is a leading company for fastening technology
and vehicle components at 15 locations in Europe. The traditional
company develops, manufactures and sells more than 30,000 fastening
elements, tools and vehicle components - in series production and

on reqguest.

Headquarters

Titgemeyer GmbH & Co. KG
Hannoversche StraBe 97
49084 Osnabrick / DE

T +495415822-0
E info@titgemeyer.com
W titgemeyer.com

Qualifétsmanagement

50 9001

Sales locations

Titgemeyer Austria GmbH
Brunner StraBe 77 - 79
1230 Wien / AT

T +43(0) 1/6679040-0
E sales@titgemeyer.com
W titgemeyer.at

Titgemeyer CZ spol. sr. 0.
U Vodarny 1506
397 01 Pisek / CZ

T +420 382 2067 - 25
E sales@titgemeyer.com
W titgemeyercz.cz

Titgemeyer Polska sp. z 0.0.
Cypriana Bazylika 17
98-200 Sieradz / PL

T +48(0) 43828 20 - 15
E sales@titgemeyer.com
W titgemeyer.pl

Titgemeyer Skandinavien A/S
Lunikvej 32
2670 Greve / DK

T +45 4360 0966
E info@titgemeyer.dk
W titgemeyer.dk

Titgemeyer Skandinavien A/S
Box 3218
550 03 Jonkoping / SE

T +46 36 128350
E info@titgemeyer.se
W titgemeyer.se

Titgemeyer Skandinavien A/S
Korkeakoulunkatu 7
33720 Tampere / FI

T +358 (0) 400 448 401
E info@titgemeyer.fi
W titgemeyer.fi

Titgemeyer Turkey Baglanti
Teknolojileri San. ve Tic. A.S.
Barbaros Mah. Is Merkezi No.1
Kat: 8 D.58

34746 Atasehir, Istanbul / TUR

T +90 (0) 21 66 88 20 - 27
E sales@titgemeyer.com.tr
W titgemeyer.com.tr

Titgemeyer (UK) Limited
A2 Link One Industrial Park
George Henry Road

DY4 7BU Tipton / UK

T +44(0)12155797-77
E tuk-sales@titgemeyer.com
W titgemeyer.co.uk

Production sites

Cirteq Limited

‘Hayfield’ Colne Road,
Glusburn, Keighley,

West Yorkshire, BD20 8QP

T +44 1535633333
E sales@cirteq.com
W cirteq.com

Titgemeyer Tools & Automation
spol s.r.o.

U Vodarny 1506

397 01 Pisek / CZ

T +42 3822067 - 11
E info@rivetec.cz
W rivetec.cz

RIEKO GmbH
Robert-Bosch-StraBe 9
72124 Pliezhausen / DE

T +4971279744-0
E info@rieko-web.com
W rieko-web.com

TS Gesellschaft fUr Transport- und
Sicherungssysteme mbH
HaRlinghauser StraBe 156

58285 Gevelsberg / DE

T +49 5415822 -900
E ts@cargocontrol.de
W wir-sind-ladungssicherung.de



