
71,4

27

23,8

12
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Tools for Blind Rivets / Manual Tools

Manual tool for installing 2.4 mm to 4.0 mm blind rivets

Benefits at a glance

	— 	Sturdy aluminium/steel design

	— 	Steel insert for nose pieces

	— 	Handle and interior parts made of high-grade steel

	— 	For installing small quantities of standard blind rivets

Technical specifications

Stroke: 	 7.0 mm

Length: 	 225.0 mm

Width: 	 71.4 mm

Weight: 	 0.4 kg

Scope of delivery

TIOS 4 manual rivet tool

Nose pieces: 2.4 mm; 3.0 / 3.2 mm; 4.0 mm

2 assembly wrenches

Operating instructions 

Article No. 431 265 000

Working range

Rivet Ø [mm] 2.4* 3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper, brass

Steel

Stainless steel

* Not suitable for cup-type blind rivets.

Spare parts / Consumables

Description Article No. 

Nose piece 2.4 mm 328 303 000

Nose piece 3.0 / 3.2 mm 328 301 000

Nose piece 4.0 mm 328 302 000

Jaws, 3-piece set 326 706 000

Optional accessories

Description Article No. 

Rivet-holding nose piece 3.2 mm 329 500 102

Rivet-holding nose piece 4.0 mm 329 500 103

TIOS® 4
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Tools for Blind Rivets / Manual Tools

Q-Tool® R50

Manual rivet tool for installing 2.4 mm - 5.0 mm  

blind rivets, with opening spring

Benefits at a glance

	— 	Opening spring for mandrel ejection

	— 	High-quality plier casing and handles

	— 	Ergonomic handles

	— 	Nose pieces and installation wrench stored in handle

Technical specifications

Stroke: 	 5.5 mm

Length: 	 242.0 mm

Width: 	 75.0 mm

Weight: 	 0.6 kg

Scope of delivery

Q-Tool® R50 manual rivet installation tool

Nose pieces: 3.0 / 3.2 mm; 4.0 mm; 4.8 / 5.0 mm

1 installation wrench

Operating instructions

Article No. 431 273 000

Working range

Rivet Ø [mm] 2.4* 3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper 

Steel

Stainless steel

Spare parts / Consumables

Description Article No.

Nose piece B 3.2 mm 431 270 101

Nose piece: C 4.0 mm 431 270 102

Nose piece D 4.8 431 270 103

Jaws (set) 431 270 104
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Tools for Blind Rivets / Manual Tools

Manual tool for installing 3.0 mm - 6.4 mm blind rivets, 

with ratchet action

Benefits at a glance

	— 	Unique force transmission concept

	— 	Can install high-strength 6.4 mm rivets

	— 	Nose pieces for standard and high-strength rivets  

stored in handle

	— 	Mandrel container fitted with bayonet lock

Technical specifications

Stroke: 	 7.0 mm

Length: 	 440.0 mm

Width: 	 180.0 mm

Weight: 	 1.75 kg

Scope of delivery

Q-Tool® R64 PT manual rivet installation tool

Nose pieces for 3.0 mm – 6.4 mm blind rivets  

Nose pieces for 4.8 - 6.4 high-strength blind rivets

1 installation wrench

Operating instructions

Article No. 431 272 000

Working range

Rivet Ø [mm] 3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper

Steel

Stainless steel

Spare parts / Consumables

Description Article No.

Nose piece B 3.0 / 3.2 mm 431 271 101

Nose piece 4.0 mm 431 271 102

Nose piece 4.8 / 5.0 mm 431 271 103

Nose piece 6.0 mm 431 271 104

Nose piece 6.4 mm 431 271 105

Nose piece J 4.8 mm for Monobolt / TIBOLT Plus® 431 271 106

Nose piece K 4.8 mm for MagnaBulb / TIBULB Power® 431 271 107

Nose piece L 6.4 mm for Monobolt / TIBOLT Plus® 431 271 108

Nose piece M 6.4 mm for MagnaBulb / TIBULB Power® 431 271 109

Jaws (set) 341 271 111

Jaw slider 341 271 305

Clamping jaw slider 348 740 318

Q-Tool® R64 PT
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Tools for Blind Rivets / Electrical

Q-Tool® R64XL

Cordless riveting tool for processing  

standard and cup blind rivets 2.4 mm – 6.4 mm 

Benefits at a glance

	— Balanced ratio of weight, size and battery capacity 

	— Only 1.5 kg without battery 

	— Very strong device for universal use of blind rivets 

D=2.4 – 6.4mm

	— Integrated overload protection

	— Brushless BDLC motor

	— Battery speed charger

	— 2x lithium batteries 20V/2.0AH with charge indicator

	— 12 months warranty  

Technical specifications

Working stroke: 27 mm 

Setting force: 20 kN

Drive: Brushless 20 V DC motor

Weight: 1.51 kg without battery

Scope of delivery

1x Cordless Riveting Tool Q-Tool R64 XL 

1x battery charger 20V, with European standard plug 

2x 20V V battery / 2.0 Ah (5 cells)

1 mouthpiece each: 2.4, (incl. special clamping jaws), 

3.0/3.2, 4.0, 4.8/5.0, 6.0/6.4mm

4.8 and 6.4mm for Monobolt blind rivets 

1x wrench for changing the mouthpieces

1x plastic case

Operating instructions 

Article No. 329 056 000

Working range

Rivet-Ø [mm] 2.4 3.0/3.2 4,0 4.8/5.0 6.0 6.4

Aluminium, 

Steel

Stainless steel

Spare parts and consumeables

Bezeichnung Artikel-Nr.

Mouthpiece 2.4mm 329 056 100

Mouthpiece 3.0/ 3.2mm 329 056 101

Mouthpiece 4.0mm 329 056 102

Mouthpiece 4.8/ 5.0mm 329 056 103

Mouthpiece 6.0/ 6.4mm 329 056 104

Special mouthpiece for 4.8mm Monobolt 326 056 105

Special mouthpiece for 6.4mm Monobolt 326 056 106

Jaws 2-piece for 2.4mm rivet 326 056 116

Jaws 3-piece for 3.0 – 6.4mm rivets 326 056 115

Clamp housing 326 056 108

Batteries and charger

Description Artikel-Nr.

Battery 20-V, 2.0 Ah 326 056 900

Battery charger 20V, with european standard plug   329 056 901

Accessories

Description Artikel-Nr.

Hanging hook 326 057 301
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Tools for Blind Rivets / Electrical

Battery powered riveting tool for installing  

blind rivets 2.4 mm - 7.5 mm, and  

high-strength blind rivets 4.8 mm - 6.4 mm

Benefits at a glance

	— A powerful, fast, and reliable cordless blind rivet instal-

lation tool, suitable for the most demanding applications.

	— Powerful 2.5Ah Li-Ion battery, for longer operating time 

between charges. 5Ah battery available as an optional 

accessory.

	— Completely untethered tool, and therefore suitable for 

both indoor and outdoor applications, large and small.

	— Ergonomic and well balanced.

	— Reliable and smooth brushless motor.

	— LED light to illuminate the work area.

	— Large range of pulling heads to suit many types of stan-

dard and high- strength blind fasteners.

	— Great advice and support available from your local Tit-

gemeyer sales office. 

 

 

Working range

Rivet Ø [mm] 2.4 3.2 4.0 4.8 5.2 6.0 6.4 7.5

Aluminium, copper

Steel

Stainless steel

Working range - high-strength blind rivets

Fastener TIBULB®

[mm]

TIBULB® Plus 

[mm]

TIBOLT® Power 

[mm]

TIBOLT® 

[mm]

TIBOLT® Plus

[mm]

TIBULB® Power 

[mm]

4.8 6.4 6.4 6.4 4.8 6.4 4.8 6.4 4.8 6.4

Aluminium

Steel

Stainless steel

Please refer to the accessories and spare manual for this tool, for details of the correct pulling head components to install these fasteners.

TIOS® ER20

Please refer to the accessories and spare manual for this tool, for details of the correct pulling head components to install these fasteners.
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Tools for Blind Rivets / Electrical

Technical specifications

Fastener size capability 2.4 - 7.5 mm

Tool weight (with standard battery) 2.12 kg

Setting force 19.6 N

Setting stroke 25 mm

Cycle time (free cycling) 2.2 Seconds

Type of standard battery included with tool 18V / 2.5Ah

Number of standard batteries included 1

Standard battery weight 0.4 kg

Battery charge indicator Yes, on tool

Optional battery type available to purchase 18V / 5Ah

Optional battery weight 0.7 kg

Battery charge time 2.5Ah = 65 Minutes / 5Ah = 135 Minutes

Tool length 280 mm

Tool height (with standard battery) 270 mm

Tool width 75 mm

Brushless motor Yes

LED light Yes

Suspension hook Yes

Pulling head equipment supplied with tool For 3.2mm, 4.8mm, 6.0mm, and 6.4mm standard rivets.

Carry case Yes

Compliance CE

Warranty 12 Months

Scope of delivery

DESCRIPTION Article No. JAWS PUSHER NOSEPIECE

RIVETING TOOL 350 200 000

3.2 (1/8”) RIVET NOSEPIECE 350 200 015 350 200 022 350 200 023 B

4.0 (5/32”) RIVET NOSEPIECE 350 200 016 350 200 022 350 200 023 C

4.8 (3/16") RIVET NOSEPIECE 

(INSTALLED AS DEFAULT)

350 200 017 350 200 022 350 200 062 D

6.0 RIVET NOSEPIECE 350 200 018 350 200 022 350 200 062 E

6.4 RIVET NOSEPIECE 350 200 019 350 200 022 350 200 062 F

SMALL PUSHER 350 200 023

LARGE PUSHER 350 200 062

BATTERY 18V 2.5 AH LI-ION 350 500 000

18V LI-ION CHARGER 350 600 000

SMALL JAWS (INSTALLED) 350 200 022

NOSE ASSEMBLY 350 200 020

JAWS CASE 350 200 021

SPRING 350 200 025

WASHER 350 200 026

KEY 350 200 027

INSTRUCTION MANUAL
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Tools for Blind Rivets / Electrical

Battery-operated rivet tool for installing 3.0 mm to  

4.8 mm blind rivets

Benefits at a glance

	— 	Cordless tool for maximum mobility, prevents injury

	— 	Exceptionally high installation speed

	— 	Brushless DC motor (BLDC)

	— 	Up to 900 installations / battery charge (test performed 

using St/St 4.8 mm blind rivets and 1.5 Ah battery)

	— 	Super-fast charging of 2.0 Ah battery in 30 minutes

	— 	25 mm stroke at 8.5 kN for numerous applications

	— 	Powerful 18V lithium-ion battery for superior  

performance (DeWalt compatible)

	— 	Battery status indicator

	— 	No memory effect

	— 	Lightweight: just 1.7 kg incl. 2.0 Ah battery

Technical specifications

Stroke: 	 25.0 mm

Insertion force: 	 8.5 kN

Motor: 	 18.0 Volt brushless DC motor

Length: 	 320 mm

Height: 	 240 mm

Nose cap ø: 	 20.6 mm

Nose cap length: 	 47.0 mm

Weight: 	 1.7 kg with battery (2.0 Ah)

Scope of delivery

POP PB2500 battery-operated rivet installation tool

18.0 V charger

18.0 V / 2.0 Ah insertable battery

Nose pieces: 3.0 / 3.2 mm; 4.0 mm; 4.8 / 5.0 mm

Storage case

Operating instructions

Article No. 329 500 002

Working range

Rivet Ø [mm] 2.4 3.0/3.2* 4.0 4.8/5.0 6.0 6.4

Aluminium, copper, brass

Steel

Stainless steel

* Not suitable for cup-type blind rivets.

Batteries and chargers

Description Article No.

18V 2.0 Ah PB2500/3400 battery pack 329 500 963

18V 3.0 Ah PB2500/3400 battery pack 329 500 964

PB2500/3400 charger 329 500 959

POP® PB2500
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Tools for Blind Rivets / Electrical

Spare parts / Consumables

Description Article No.

Rivet-holding nose piece 4 (3.2 mm – 1/8“) 329 500 102

Rivet-holding nose piece 5 (4.0 mm – 5/32“) 329 500 103

Rivet-holding nose piece 6 (4.8 mm – 1/16“) 329 500 101

Jaw slider 4 (3.2 mm – 1/8") 329 500 112

Jaw slider 5 (4.0 mm – 5/32") 329 500 113

Jaw slider 6 (4.8 mm – 1/16") 329 500 111

Jaw case 329 500 109

Jaws, 3-piece 329 500 108

Jaw spring 329 500 114

Slide bearing for container lid 329 500 136

Container lid 329 500 139

Nose cap 329 500 909

Optional accessories

Description Article No.

Fixing kit for balancer 329 500 972

“Pro” rivet-holding nose pieces

Description Article No.

Rivet-holding nose piece 4 (3.2 mm) 329 500 980

Rivet-holding nose piece 5 (4.0 mm) 329 500 981

Rivet-holding nose piece 6 (4.8 mm) 329 500 982

Fitted with a safety mechanism for longer tool life.

Special fittings for installing special rivets

Description Article No.

Jaws recommended for 3.2 and 4.0 stainless steel rivets 329 500 970

Jaw slider for stainless steel rivets 329 500 971
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Tools for Blind Rivets / Electrical

Battery-operated rivet tool for installing 4.8 mm to  

6.4 mm blind rivets

Benefits at a glance

	— 	Cordless tool for maximum mobility, prevents injury

	— 	Exceptionally high installation speed

	— 	Brushless DC motor (BLDC)

	— 	Up to 1000 installations / battery charge (test perfor-

med using 6.4 mm blind rivets and 4.0 Ah battery)

	— 	Super-fast charging of 2.0 Ah battery in 30 minutes

	— 	30 mm stroke at 18 kN for numerous applications

	— 	Powerful 18V lithium-ion battery for superior perfor-

mance (DeWalt compatible)

	— 	Battery status indicator

	— 	No memory effect

	— 	Lightweight: just 2.1 kg incl. 2.0 Ah battery

Technical specifications

Length: 		  336 mm

Height: 		  255 mm (2.0 Ah)

		  275 mm (4.0 Ah)

Stroke: 		  30 mm

Insertion force: 	 18 kN

Motor: 		  high-performance brushless motor

Weight: 		  2.10 kg incl. 2.0 Ah battery

		  2.42 kg incl. 4.0 Ah battery

Battery: 		  DEWALT 18V XR Li-ion 2.0 Ah battery pack 

		  DEWALT 18V XR Li-ion 4.0 Ah battery pack

Charger: 		  DEWALT DCB115 rapid charger

Charging time: 	 30 minutes (2.0 Ah)

Charging time: 	 60 minutes (4.0 Ah)

Scope of delivery

POP PB3400 battery-operated rivet installation tool

2 batteries

1 charger

Nose piece ø 6.4 mm

Operating instructions

Adjusting wrench

Storage case

Article No. �329100000 (4.0 Ah battery pack) 

329100005 (2.0 Ah battery pack) 

329100010 (4.0 Ah battery pack) UK version 

 

POP® PB3400
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Tools for Blind Rivets / Electrical

Spare parts / Consumables

Description Article No. 

Jaws 328 250 001

Jaw case 328 701 000

Jaw slider 8K 329 100 110

Jaw spring 329 100 115

Fixing kit for balancer 329 500 972

Batteries and charger

Description Article No. 

18V 2.0 Ah PB2500 / 3400 battery 329 500 963

18V 4.0 Ah PB2500 / 3400 battery 329 500 964

PB2500 / 3400 charger 329 500 959

Working range - high-strength blind rivets

Fastener TIBULB

[mm]

TIBULB 

Plus [mm]

TIBOLT Power

[mm]

TIBOLT

[mm]

TIBOLT[mm] TIBULB Power

[mm]

4.8 6.4 7.8 6.4 6.4 4.8 6.4 9.5 4.8 6.4 4.8 6.4 7.8

Aluminium

Steel 

Stainless steel

Working range

Rivet Ø [mm] 2.4* 3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper, brass

Steel

Stainless steel
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Tools for Blind Rivets / Hydropneumatic

Pneumatic-hydraulic riveting tool  

for processing blind rivets 2.4 mm - 5.0 mm 

Benefits at a glance

	— High speed processing cycle

	— Riveting cycle faster than 1 second

	— Economical air consumption due to separate trigger 

	— Simple handling

	— Easy to maintain

	— Low weight

	— Balanced pressure point at the trigger

	— Center of gravity of the tool is in the middle of the tool

	— Ergonomic handle

	— Air connection at the Back of the tool

	— Suspension device for balancer

	— Tool-free removal of the pulling unit

	— Pressure reducing valve fitted into the air connection of 

the tool

	— Rivet mandrel container with quick release

Technical specifications

Weight (according to the version):	 1.4 kg 

Dimensions (HxL): 		  269 x 277 mm 

Blind rivet diameter:		  2.4 - 5 mm, 

		  max. mandrel Ø 4 mm 

Pulling force: 		  11.9 kN / 6 bar 

Stroke: 		  17.5 mm 

Rivet cycle:	  	 0.9 s (without rivet) 

Air consumption for 1 rivet: 		  2.7 l 

Noise level: 		  86.5 dB 

Operating pressure: 		  6 bar

Air supply connection:  		  6 mm (G 1/4“) 

Hydraulic oil standard: 		  Mineral hydraulic oil 

		  lik oil of grade VG 

		  32 according  

		  to ISO TC 28/SC4  

		  with a viscosity  

		  of 32mm2/s 

Hydraulic oil example: 		  OH-HM 32 

Lubricant standard: 		  ISO 6743-9 grease 

Lubricant example: 		  LV2EP

Scope of delivery

RL20-2 rivet installation tool

Nose pieces: 2.4 mm; 3.0 / 3.2 mm; 4.0 mm; 4.8 / 5.0 mm

Oil refill set

Angled air supply

Operating instructions

Article No. 431 450 700

RL20-2
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Tools for Blind Rivets / Hydropneumatic

Working range

Rivet Ø [mm] 2.4* 3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper, brass

Steel

Stainless steel

* Depending on rivet type

** Not suitable for cup-type blind rivets.

Spare parts / Consumables

Description Article No.

Nose piece 2.4 mm 431 451 870

Nose piece 3.0 / 3.2 mm 431 303 870

Nose piece 4.0 mm 431 304 870

Nose piece 4.8 / 5.0 mm 431 305 870

Jaws (set) 3-piece 431 455 002

Optional accessories

Description Article No.

Jaws for stainless steel rivet nails 431 455 001

Hydraulic oil 1 l 460 299 870

On-hose ring sensor 431 444 870
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Tools for Blind Rivets / Hydropneumatic

Pneumatic-hydraulic riveting tool for processing 

blind rivets 4.0 mm - 6.4 mm and  

high-strength blind rivets 4.8 mm - 6.4 mm

Benefits at a glance

	— High speed processing cycle

	— Riveting cycle approx. 1 second

	— Economical air consumption due to separate trigger  

	— Simple handling

	— Easy to maintain

	— Low weight

	— Balanced pressure point at the trigger

	— Center of gravity of the tool is in the middle of the tool

	— Ergonomic handle

	— Air connection at the back of the tool

	— Suspension device for balancer

	— Tool-free removal of the pulling unit

	— Pressure reducing valve fitted into the air connection of 

the tool

	— Rivet mandrel container with quick release

Technical specifications

Weight (according to the version):	 1.99 kg 

Dimensions (HxL): 		  331 x 336 mm 

Blind rivet diameter: 		  4.0 – 6.4 mm, 

		  max. mandrel Ø 4 mm 

Pulling force: 		  17.9 kN / 6 bar 

Stroke: 		  26 mm 

Rivet cycle:	  	 1.0 s (without rivet) 

Air consumption for 1 rivet: 		  5.8 l 

Noise level: 		  85.5 dB 

Operating pressure: 		  6.0 bar, max. 7 bar 

Air supply connection:  		  6 mm (G 1/4“) 

Hydraulic oil standard: 		  Mineral hydraulic oil 

		  lik oil of grade VG 

		  32 according  

		  to ISO TC 28/SC4  

		  with a viscosity  

		  of 32mm2/s 

Hydraulic oil example: 		  OH-HM 32 

Lubricant standard: 		  ISO 6743-9 grease 

Lubricant example: 		  LV2EP

Scope of delivery

RL60-2 rivet installation tool

Nose pieces: 4.0 mm; 4.8 / 5.0 mm; 6.0 mm; 6.4 mm;

Oil refill set

Angled air supply

Operating instructions

Article No. 431 500 750

RL60-2
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Tools for Blind Rivets / Hydropneumatic

Working range - high-strength blind rivets

Fastener TIBULB

[mm]

TIBULB Plus 

[mm]

TIBOLT® Power

[mm]

TIBOLT® 

[mm]

TIBOLT® Plus

[mm]

TIBULB® Power 

[mm]

4.8 6.4 7.8 6.4 6.4 4.8 6.4 9.5 4.8 6.4 4.8 6.4 7.8

Aluminium

Steel ( )* ( )*

Stainless steel

Working range

Rivet Ø [mm] 2.4 3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper

Steel

Stainless steel *

* Depending on rivet type

Spare parts / Consumables

Description Article No.

Nose piece 4.0 mm 431 504 870

Nose piece 4.8 / 5.0 mm 431 505 870

Nose piece 6.0 mm 431 506 870

Nose piece 6.4 mm 431 507 870

Jaws (set) 3-piece 326 583 002

Optionales Zubehör

Description Article No.

On-hose ring sensor 431 444 870

Ring sensor 431 500 330

Hydraulic oil 1 l 460 299 870

* Can be used by retrofitting with clamping jaw housing retrofit kit 431 821 870 and mouthpiece 431 502 870.
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Tools for Blind Rivets / Hydropneumatic

Hydropneumatic tool for installing 2.4 mm - 4.0 mm  

blind rivets

Benefits at a glance

	— 	Compact, lightweight and reliable

	— 	High force-to-weight ratio

	— 	Innovative ergonomic design

	— 	Vacuum system retains and collects the rivets

	— 	Spent mandrel container with rapid change system  

for easy emptying

	— 	Very modern lip seal increases stability

	— 	Very latest piston seal technology for maximum 

sturdiness

Technical specifications

Stroke: 	 18.0 mm

Insertion force: 	 6.50 kN at 5.5 bar

Installation force/Weight ratio:5.55 kN/kg

Air consumption: 	 approx. 1.5 l

Connection pressure: 	 5 – 7 bar

Air supply: 	 ø 6 mm (G1/4“)

Weight: 	 1.17 kg

Scope of delivery

1 ProSet XT1 rivet installation tool

1 set of nose pieces

2.4 mm, 3.2 mm, 4.0 mm

Operating instructions

Article No. 347 100 000

Working range

Rivet Ø [mm] 2.4 2.8/3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper

Steel

Stainless steel

Spare parts / Consumables

Description Article No.

Nose piece 2.4 mm 328 619 000

Nose piece 3.2 mm 328 301 000

Nose piece 4.0 mm 328 302 000

Jaws 328 305 001

Jaw slider 347 100 100

POP® / AVDEL® ProSet® XT1
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POP® / AVDEL® ProSet® XT2

Tools for Blind Rivets / Hydropneumatic

Hydropneumatic tool for installing 3.0 mm - 5.0 mm  

blind rivets

Benefits at a glance

	— 	Flexible, fast and reliable

	— 	Very high force-to-weight ratio

	— 	Innovative ergonomic design

	— 	Vacuum system retains and collects the rivets

	— 	Spent mandrel container with rapid change system  

for easy emptying

	— 	Very modern lip seal increases stability

	— 	Very latest piston seal technology for maximum 

sturdiness

Technical specifications

Stroke: 	 20.00 mm

Insertion force: 	 8.90 kN at 5.5 bar

Installation force/Weight ratio:7.06 kN/kg

Air consumption: 	 approx. 2.2 l 

Connection pressure: 	 5 – 7 bar

Air supply: 	 ø 6 mm (G1/4“)

Weight: 	 1.26 kg

Scope of delivery

1 ProSet XT2 rivet installation tool 

1 set of nose pieces

3.2 mm, 4.0 mm, 4.8 mm

Operating instructions

Article No. 347 200 000

Working range

Rivet Ø [mm] 2.4 2.8/3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper  

Steel

Stainless steel

Spare parts / Consumables

Description Article No. 

Nose piece 3.2 mm 328 301 000

Nose piece 4.0 mm 328 302 000

Nose piece 4.8 mm 328 242 000

Jaws 329 500 108

Jaw slider 347 200 100

Working range - high-strength blind rivets

Fastener TIBULB

[mm]

TIBULB Plus 

[mm]

TIBOLT® Power

[mm]

TIBOLT® 

[mm]

TIBOLT® Plus

[mm]

TIBULB® Power 

[mm]

4.8 6.4 7.8 6.4 6.4 4.8 6.4 9.5 4.8 6.4 4.8 6.4 7.8

Aluminium

Steel

Stainless steel
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Tools for Blind Rivets / Hydropneumatic

Hydropneumatic tool for installing 4.0 mm - 6.4 mm  

blind rivets, high-speed stroke

Benefits at a glance

	— 	Very versatile use for a wide range of fasteners

	— 	Large stroke for installing high-strength blind rivets

	— 	Innovative ergonomic design

	— 	Vacuum system retains and collects the rivets

	— 	Spent mandrel container with rapid change system  

for easy emptying

	— 	Very modern lip seal increases stability

	— 	Very latest piston seal technology for maximum 

sturdiness

Technical specifications

Stroke: 	 26.00 mm

Insertion force: 	 17.00 kN at 5.5 bar

Installation force/Weight ratio:7.94 kN/kg

Air consumption:	 approx. 6.3 l

Connection pressure: 	 5 – 7 bar

Air supply: 	 ø 6 mm (G1/4“)

Weight: 	 2.14 kg

Scope of delivery

1 ProSet XT3 rivet installation tool

1 set of nose pieces

4.0 mm, 4.8 mm, 6.4 mm

Operating instructions (1 printed version) – depending on region

Article No. 347 300 000

Working range

Rivet Ø [mm] 2.4 2.8/3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper

Steel

Stainless steel

POP® / AVDEL® ProSet® XT3

Spare parts / Consumables

Description Article No.

Nose piece 4.0 mm 328 302 000

Nose piece 4.8 mm 328 242 000

Nose piece 6.4 mm 328 243 000

Nose piece for 6.4 mm TIFAS® M-Bolt 342 040 240

Nose piece for 6.4 mm TIBULB® 342 060 120

Jaws 328 250 001

Jaw slider 328 707 000

Special nose piece assembly 347 300 101

* Requires special nose piece assembly 347 300 101 and special nose piece.

Working range - high-strength blind rivets

Fastener TIBULB

[mm]

TIBULB Plus 

[mm]

TIBOLT® Power

[mm]

TIBOLT® 

[mm]

TIBOLT® Plus

[mm]

TIBULB® Power 

[mm]

4.8 6.4 7.8 6.4 6.4 4.8 6.4 9.5 4.8 6.4 4.8 6.4 7.8

Aluminium * *

Steel * *

Stainless steel * *
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Hydropneumatic tool for installing 4.0 mm - 6.4 mm  

blind rivets

Benefits at a glance

	— 	Highest tensile force in its class

	— 	High force-to-weight ratio

	— 	High-strength piston rod for maximum service life

	— 	Innovative ergonomic design

	— 	Vacuum system retains and collects the rivets

	— 	Spent mandrel container with rapid change system  

for easy emptying

	— 	Very modern lip seal increases stability

	— 	Very latest piston seal technology for maximum 

sturdiness

Technical specifications

Stroke: 	 18.00 mm

Insertion force: 	 23.00 kN at 5.5 bar

Installation force/Weight ratio:10.65 kN/kg

Air consumption:	 approx. 6.3 l

Connection pressure: 	 5 – 7 bar

Air supply: 	 ø 6 mm (G1/4“)

Weight: 	 2.16 kg

Scope of delivery

1 ProSet XT4 rivet installation tool

1 set of nose pieces

4.0 mm, 4.8 mm, 6.4 mm

Operating instructions

Article No. 347 400 000

Working range

Rivet Ø [mm] 2.4 2.8/3.0/3.2 4.0 4.8/5.0 6.0 6.4

Aluminium, copper

Steel

Stainless steel

POP® / AVDEL® ProSet® XT4

Tools for Blind Rivets / Hydropneumatic

Spare parts / Consumables

Description Article No.

Nose piece 4.0 mm 328 302 000

Nose piece 4.8 mm 328 242 000

Nose piece 6.4 mm 328 243 000

Nose piece for 6.4 mm TIFAS® M-Bolt 342 040 240

Nose piece for 6.4 mm TIBULB® 342 060 120

Nose piece for 6.4 mm TIBULB® Plus 347 300 139

Jaws 328 250 001

Jaws for 6.4 mm TIBULB® Plus 431 561 000

Jaw slider 328 707 000

Special nose piece assembly 347 300 101

* Requires special nose piece assembly 347 300 101 and special nose piece.

** Special equipment required:

Retrofit components for TIBULB® Plus blind rivets

Nose piece for 6.4 mm TIBULB® Plus - Article No. 347 300 139

Special nose piece assembly - Article No. 347 300 101

Jaws for 6.4 mm TIBULB® Plus - Article No. 431 561 000

Working range - high-strength blind rivets

Fastener TIBULB

[mm]

TIBULB Plus 

[mm]

TIBOLT® Power

[mm]

TIBOLT® 

[mm]

TIBOLT® Plus

[mm]

TIBULB® Power 

[mm]

4.8 6.4 7.8 6.4 6.4 4.8 6.4 9.5 4.8 6.4 4.8 6.4 7.8

Aluminium * ** *

Steel * ** *

Stainless steel * ** *
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Tools for Blind Rivets / Overview Interchangeable Parts

Nose pieces/jaws/pulling jaws for standard blind rivets 

for converting blind rivet installation tools to other rivet diameters

Tool  Article No. for rivet diameter 

Model 2.4 2.8 3.0 3.2 4.0

TIOS 4 Nose piece

Jaws

328 303 000

326 706 000

328 301 000

326 706 000

328 301 000

326 706 000

328 301 000

326 706 000

328 302 000

326 706 000

Q-Tool® R50 Nose piece

Jaws (set)

431 270 101

431 270 104

431 270 101

431 270 104

431 270 102

431 270 104

Q-Tool® R64 PT Nose piece

Jaws (set)

431 271 102

431271 111

Q-Tool R64XL Nose piece

Jaws

329 056 100

326 056 109

329 056 101

326 056 110

329 056 101

326 056 110

329 056 102

326 056 110

TIOS ER20 Nose piece

Jaws (set)

350 200 015

350 200 022

350 200 016

350 200 022

POP

PB2500

Nose piece

Jaws

329 500 102

329 500 108

329 500 102

329 500 108

329 500 103

329 500 108

RL20-2 Nose piece

Jaws

431 451 870

431 455 002

431 303 870

431 455 002

431 303 870

431 455 002

431 303 870

431 455 002

431 304 870

431 455 002

ProSetTM

XT 1

Nose piece

Jaws

328 619 000

328 305 001

328 301 000

328 305 001

328 301 000

328 305 001

328 301 000

328 305 001

328 302 000

328 305 001

ProSetTM

XT 2

Nose piece

Jaws

328 301 000

329 500 108

328 301 000

329 500 108

328 301 000

329 500 108

328 302 000

329 500 108

RL60-2 Nose piece

Jaws

431 504 870

326 583 002

ProSetTM

XT 3

Nose piece

Jaws

328 302 000

328 250 001

ProSetTM

XT 4

Nose piece

Jaws

328 302 000

328 250 001

Tool  Article No. for rivet diameter

Model 4.8 / 5.0 6.0 6.4

TIOS 4 Nose piece

Jaws

Q-Tool® R50 Nose piece

Jaws (set)

431 270 103

431 270 104

Q-Tool® R64 PT Nose piece

Jaws (set)

431 271 103

431 271 111

431 271 104

431 271 111

431 271 105

431 271 111

Q-Tool R64XL Nose piece

Jaws

329 056 103

329 056 110

329 056 104

326 056 110

329 056 104

326 056 110

TIOS ER20 Nose piece

Jaws (set)

350 200 017

350 200 022

350 200 018

350 200 022

350 200 019

350 200 022

POP

PB2500

Nose piece

Jaws

329 500 101

329 500 108

POP

PB3400

Nose piece

Jaws 328 250 001 328 250 001 328 250 001

RL20-2 Nose piece

Jaws

431 305 870

431 455 002

ProSetTM

XT 1

Nose piece

Jaws

ProSetTM

XT 2

Nose piece

Jaws

328 242 000

329 500 108

RL60-2 Nose piece

Jaws

431 505 870

326 583 002

431 506 870

326 583 002

431 507 870

326 583 002

ProSetTM

XT 3

Nose piece

Jaws

328 242 000

328 250 001

328 243 000

328 250 001

328 243 000

328 250 001

ProSetTM

XT 4

Nose piece

Jaws

328 242 000

328 250 001

328 243 000

328 250 001

328 243 000

328 250 001
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Tools for Blind Rivets / Overview Interchangeable Parts

Nose pieces/jaws/pulling jaws for cup-type blind rivets 

for converting blind rivet installation tools for use with cup-type blind rivets*

Tool  Article No. for rivet diameter

Model 3.2 4.0 4.8 / 5.0 6.0 6.4

TIOS 4 Nose piece

Jaws

328 301 000

326 706 000

328 302 000

326 706 000

Q-Tool® R50 Nose piece

Jaws (set)

431 270 101

431 270 104

431 270 102

431 270 104

431 270 103

431 270 104

Q-Tool® R64 PT Nose piece

Jaws (set)

431 271 101

431 271 111

431 271 102

431 271 111

431 271 103

431 271 111

431 271 104

431 271 111

431 271 105

431 271 111

Q-Tool R64XL Nose piece

Jaws

329 056 101

326 056 110

329 056 102

326 056 110

329 056 103

326 056 110

329 056 104

326 056 110

329 056 104

326 056 110

TIOS ER20 Nose piece

Jaws

350 200 017

350 200 022

350 200 018

350 200 022

350 200 019

350 200 022

POP

PB2500

Nose piece

Jaws

328 303 000

329 500 108

328 304 000

329 500 108

328 246 000

329 500 108

POP

PB3400

Nose piece

Jaws 328 250 001 328 250 001 328 250 001

RL20-2 Nose piece

Jaws

431 303 870

431 455 002

431 304 870

431 455 002

431 305 870

431 455 002

ProSetTM

XT 1

Nose piece

Jaws

328 303 000

328 305 001

328 304 000

328 305 001

ProSetTM

XT 2

Nose piece

Jaws

328 303 000

329 500 108

328 304 000

329 500 108

328 246 000

329 500 108

RL60-2 Nose piece

Jaws

431 504 870

326 583 002

431 505 870

326 583 002

431 506 870

326 583 002

431 507 870

326 583 002

ProSetTM

XT 3

Nose piece

Jaws

328 302 000

328 250 001

328 242 000

328 250 001

328 243 000

328 250 001

328 243 000

328 250 001

ProSetTM

XT 4

Nose piece

Jaws

328 302 000

328 250 001

328 242 000

328 250 001

328 243 000

328 250 001

328 243 000

328 250 001

* Cup-type blind rivets have thinner mandrels than standard blind rivets. The hole diameters of the nose pieces shown have been optimised to allow installation of cup-type blind rivets.
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Tools for Blind Rivets

Notes
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Tools for Blind Rivets 

Copyright

All texts, images, technical documents 

and other information contained in 

this catalogue are subject to copy-

right held by Titgemeyer GmbH & Co. 

KG. Any reproduction or disclosure, 

whether as a copy or other form of 

duplication or use, is expressly pro-

hibited without the prior consent of 

Titgemeyer GmbH & Co. KG.

Registered trademarks

The trademarks LockBolt, POLYSTIC, 

pressti, RIEKO, RIV-TI, TIBOLT, TIBULB, 

TIFAS, TIOS and Titgemeyer are regis-

tered trademarks and the intellectual 

property of Titgemeyer GmbH & Co. 

KG. 

Term of Delivery and Payment

All deliveries are carried out in 

compliance with our Terms of 

Delivery and Payment.

Limitation of liability

All technical data, performance 

descriptions, drawings, illustrations, 

measurements, weights or any other 

performance data, recommendations 

and guidelines contained in this 

catalogue and relating to the installa-

tion of parts that we supply are only 

binding if so expressly agreed. 

Moreover, the user is obliged at all 

times to check each individual use 

and decide whether the components 

that we supply can be used as 

needed.

We accept liability in the case of 

wilful intent, gross negligence and 

infringement of cardinal contractual 

duties as well as for errors in respect 

of express or implied representations. 

Notwithstanding this, any claims for 

compensation not explicitly agreed 

to in these terms and conditions are 

hereby excluded in the case of cus-

tomers who are not consumers and, in 

the case of such customers, who are 

not consumers, at all events limited to 

the damage foreseeable at the time of 

concluding the contract as well as to 

the value of the delivered 

consignment. To the extent that 

our liability is excluded or limited, 

this shall extend accordingly to the 

personal liability of employees, legal 

representatives and vicarious agents. 

In all instances of gross negligence 

committed by vicarious agents, we 

shall solely be liable to customers, 

who are not consumers, to 

compensate for typically 

foreseeable damage. The statutory 

regulation governing the burden of 

proof shall remain unaffected. The 

aforementioned limitation of liability 

shall not apply to claims resulting 

from product liability, for damage 

resulting from injury to life, limb or 

health, or for damage to privately 

used property.

All technical specifi cations contained in 

this brochure are approximate and no 

guarantee is given as to their accuracy. 

Designs are subject to change.
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