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Tools for Threaded Inserts / Manuell

Q-Tool® N10 S

Manual rivet tool for installing M4 – M10 blind rivet nuts 

with spindle mechanism

Benefits at a glance

	— 	The threaded mandrel is turned by pulling on the spindle

	— 	This makes for quick and easy pre-installation of the 

blind rivet nuts on the threaded mandrel 

	— 	Stroke scale on head side for easy stroke settings

	— 	Tool-less rapid change system for threaded mandrels

	— 	Threaded mandrels for blind rivet nuts included with 

delivery

Technical specifications

Stroke: 	 7.0 mm

Length:	 480.0 mm

Width: 	 180.0 mm

Weight: 	 2.0 kg

Scope of delivery

Q-Tool® N10 S manual rivet tool

Threaded mandrels: M4 / M5 / M6 / M8 / M10

Nose pieces: M4 / M5 / M6 / M8 / M10

Operating instructions

Article No. 348 721 000

Working range

Blind rivet nuts M4 M5 M6 M8 M10

Aluminium, copper • •* •* •* •

Steel • •* •* •* •

Stainless steel • •* •* •* •

* For use with blind rivet studs

Spare parts / Consumables

Description Article No.

Threaded mandrel M4 348 720 104

Threaded mandrel M5 348 720 105

Threaded mandrel M6 348 720 106

Threaded mandrel M8 348 720 108

Threaded mandrel M10 348 720 110

Nose piece, complete, M4 348 720 114

Nose piece, complete, M5 348 720 113

Nose piece, complete, M6 348 720 112

Nose piece, complete, M8 348 720 111

Nose piece, complete, M10 348 720 115

Lockpin for threaded mandrel 348 740 303
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Tools for Threaded Inserts / Manuell

Q-Tool® N12 PT

Manual rivet tool for installing M4 – M12 blind rivet nuts, 

with ratchet action

Benefits at a glance

	— 	Manual rivet tool with ratchet action

	— 	Unique force transmission concept for blind rivet nuts 

up to M12 stainless steel

	— 	Stroke scale on head side for easy stroke settings

	— 	Tool-less rapid change system for threaded mandrels

	— 	Threaded mandrels for blind rivet nuts included with 

delivery

Technical specifications

Stroke:	 12.0 mm

Length: 	 465.0 mm

Width: 	 180.0 mm

Weight: 	 1.8 kg

Scope of delivery

Q-Tool® N12 PT manual rivet tool

Threaded mandrels: M4 / M5 / M6 / M8 / M10 / M12

Nose pieces: M4 / M5 / M6 / M8 / M10 / M12

Operating instructions

Article No. 348 741 000

Working range

Blind rivet nuts M4 M5 M6 M8 M10 M12

Aluminium, copper • •* •* •* • •

Steel • •* •* •* • •

Stainless steel • •* •* •* • •

* For use with blind rivet studs

Spare parts / Consumables

Description Article No.

Threaded mandrel M4 348 740 104

Threaded mandrel M5 348 740 105

Threaded mandrel M6 348 740 106

Threaded mandrel M8 348 740 108

Threaded mandrel M10 348 740 110

Threaded mandrel M12 348 740 112

Nose piece, complete, M4 348 740 116

Nose piece, complete, M5 348 740 115

Nose piece, complete, M6 348 740 114

Nose piece, complete, M8 348 740 109

Nose piece, complete, M10 348 740 113

Nose piece, complete, M12 348 740 111

Lockpin for threaded mandrel 348 740 303
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Tools for Threaded Inserts / Manuell

Q-Tool® N12

Manual rivet tool for installing M4 - M12 blind rivet nuts

Benefits at a glance

	— 	Ratchet action for maximum force transmission in 

confined spaces

	— 	The upper lever turns around its middle axis

	— 	Patented telescopic lever for customised adjustment of 

lever lengths

	— 	Stroke scale for easy stroke settings

	— 	Tool-less rapid change system for threaded mandrels

	— 	Threaded mandrels for blind rivet nuts included with 

delivery

Technical specifications

Length: 	 202 mm

Width: 	 207 mm

Weight: 	 1.0 kg

Scope of delivery

Q-Tool® N12 manual rivet tool

Threaded mandrels: M4 / M5 / M6 / M8 / M10 / M12

Nose pieces: M4 / M5 / M6 / M8 / M10 / M12

Operating instructions

Article No. 348 731 000

Working range

Blind rivet nuts M5 M6 M8 M10 M12

Aluminium, copper •* •* •* • •

Steel •* •* •* • •

Stainless steel •* •* •* • •

* For use with blind rivet studs

Spare parts / Consumables

Description Article No.

Threaded mandrel M5 348 730 101

Threaded mandrel M6 348 730 102

Threaded mandrel M8 348 730 103

Threaded mandrel M10 348 730 104

Threaded mandrel M12 348 730 105

Nose piece M5 348 730 106

Nose piece M6 348 730 107

Nose piece M8 348 730 108

Nose piece M10 348 730 109

Nose piece M12 348 730 110
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FireBird®

Tools for Threaded Inserts / Electrical

Battery-operated blind rivet nut tool for installing M3 - 

M10 blind rivet nuts and M4 - M8 blind rivet studs

Benefits at a glance

	— Ergonomic design

	— 	Short installation times

	— 	Compact, shock-proof housing

Technical specifications

Stroke:			   5.5 mm	

Insertion force:		  13.0 kN	

Motor: 			   14.4V DC motor	

Length:			   285.0 mm	

Height: 			   287.0 mm	

Nose cap ø:			   29.0 mm	

Nose cap length:		  87.0 mm	

Weight: 			   2.3 kg with battery (1.3 Ah)

Scope of delivery

FireBird® battery-operated blind rivet nut tool

Quick-change battery 14.4V / 1.3 Ah

Rapid charger 14.4V

Threaded mandrels: M4 / M5 / M6

Nose pieces: M4 / M5 / M6

Operating instructions

Storage case (metal) 

Article No. 351 000 000

 

Working range

Rivet nuts M3 M4 M5 M6 M8 M10

Aluminium • •* •* •* •* •

Steel • •* •* •* •*

Stainless steel • •* •* •*
* For use with blind rivet studs

Spare parts / Consumables

Thread size Nose piece

Article No.

Threaded mandrel

Article No.

Internal threaded mandrel 

Article No.

M3 351 013 000 351 003 000

M4 351 014 000 351 004 000

M5 351 015 000 351 005 000

M6 351 016 000 351 006 000 351 073 000

M8 351 018 000 351 008 000 351 074 000

M10 351 020 000 351 010 000

Batteries and charger

Description Weight

[kg]

Article No.

Charger 14.4V Li-Ion 0.6 431 976 000

Quick-change battery 14.4 V / 1.3 Ah Li-Ion 0.4 431 978 000

Quick-change battery 14.4 V / 2.6 Ah Li-Ion       0.5 431 982 000

Installed rivets per charged battery (2.5 Ah)

Thread size Aluminium

[Qty.]

Steel

[Qty.]

M3 600 550

M4 520 480

M5 480 400

M6 400 300

M8 340 180

M10 300
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Tools for Threaded Inserts / Electrical

Battery Blind Rivet Nut Tool for installing  

blind rivet nuts M3 – M10, and  

blind rivet studs M5 – M8

Benefits at a glance

	— A powerful, fast, and reliable cordless blind rivet instal-

lation tool, suitable for the most demanding applications.

	— Powerful 2.5Ah Li-Ion battery, for longer operating time 

between charges. 5Ah battery available as an optional 

accessory.

	— Completely untethered tool, and therefore suitable for 

both indoor and outdoor applications, large and small.

	— Ergonomic and well balanced.

	— Reliable and smooth brushless motor.

	— LED light to illuminate the work area.

	— Large range of pulling heads to suit many types of blind 

rivet nuts and blind rivet studs.

	— Great advice and support available from your local 

Titgemeyer sales office. 

 

 

Working range

Blind rivet nuts M3 M4 M5 M6 M8 M10

Aluminium

Steel

Stainless steel

Working range

Blind rivet studs M5 M6 M8

Aluminium

Steel

Stainless steel

Please refer to the accessories and spare manual for this tool, for details of the correct pulling 

head components to install these fasteners.

Please refer to the accessories and spare manual for this tool, for details of the correct pulling 

head components to install these fasteners.

TIOS® EN18-2
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Tools for Threaded Inserts / Electrical

Technical specifications

Fastener size capability M3 - M10 mm

Tool weight (with standard battery) 2,58 kg

Setting force 18000 N

Force control configuration Yes

Force steps  0 to 99% in 1% steps. 

Setting stroke 10 mm

Stroke control configuration Yes

Stroke steps 0,1 mm

Number of force / stroke configuration settings that can 

be stored in the tool.

10

Cycle time (free cycling) 3.0

Type of standard battery included with tool 18 V / 2.5Ah

Number of standard batteries included 1

Standard battery weight 0,4 kg

Battery charge indicator Yes, on tool

Optional battery type available to purchase 18 V / 5Ah

Optional battery weight 0,7 kg

Battery charge time 2.5Ah = 65, 5Ah = 135 Minutes

Tool length 260 mm

Tool height (with standard battery) 270 mm

Tool width 75 mm

Emergency mandrel reverse function Yes, motorised and manual.

Display Stroke, force, counting.

Counter Yes

Brushless motor Yes

LED light Yes

Suspension hook Yes

Pulling head equipment supplied with tool For M3, M4, M5, M6, M8, and M10 blind rivet nuts

Carry case Yes

Compliance CE

Warranty 12 Months

Scope of delivery

Description Article No. Mandrel Nosepiece

Riveting tool 350 400 000

Mandrel and nosepiece M3 350 400 007 350 400 001

Mandrel and nosepiece M4 350 400 008 350 400 002

Mandrel and nosepiece M5 350 400 009 350 400 003

Mandrel and nosepiece M6 350 400 010 350 400 004

Mandrel and nosepiece M8 350 400 011 350 400 005

Mandrel and nosepiece M10 350 400 012 350 400 006

Battery 18 V 2,5 AH LI-ION 350 500 000

18 V LI-ION Charger 350 600 000

Allen key 350 400 032

Change nosepiece key 350 400 031

Instruction manual
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Cordless riveting tool for processing  

blind rivets M3 – M12

Benefits at a glance

	— Balanced ratio of weight, size and battery capacity 

	— Only 1.72 kg without battery 

	— Very strong device for universal use of  

blind rivet nuts M3 – M12

	— Precise stroke adjustment in 0.1mm steps

	— Quick-mandrel release function

	— Display with digital settings  

(stroke, counting & service functions)

	— Emergency mandrel reverse button

	— Brushless BLDC motor

	— Battery speed charger

	— 2x lithium batteries 20V/2.0AH with charge indicator

	— 12 months warranty

Technical specifications

Working stroke:		 10 mm 

Setting force:			   25 kN

Drive: 							       Brushless 20 V DC motor

Weight:							      1.72 kg without battery

Scope of delivery

1x Cordless Riveting Tool Q-Tool N12XL 

1x Battery charger 100- 240VAC/50-60 Hz,  

with European standard plug 

2x 20V V battery / 2.0 Ah (5 cells)

1 threaded mandrel and mouthpiece each:  

M4, M5, M6, M8, M10 and M12

1x wrench for mounting the front sleeve

1x plastic case

Operating instructions

Article No. 326 057 000

Working range

Blind rivet nuts M3* M4 M5 M6 M8 M10 M12

Aluminium, copper • • • • • • •

Steel • • • • • • •

Stainless steel • • • • • • •
* Threaded mandrel and mouthpiece are not included in the standard scope of 

delivery

Batteries and chargers

Description Artikel-Nr.

Battery 20-V, 2,0 Ah 326 056 900

Battery charger 20V, with european standard plug   329 056 901

Spare parts / Consumables

Thread size Nose piece

Article No.

Threaded mandrel

Article No.

Internal threaded mandrel

Article No.

M3 326 057 107 326 057 100

M4 326 057 108 326 057 101 326 057 115

M5 326 057 109 326 057 102 326 057 116

M6 326 057 110 326 057 103 326 057 117

M8 326 057 111 326 057 104 326 057 118

M10 326 057 112 326 057 105

M12 326 057 113 326 057 106

Accessories

Description Article No.

Hanging hook 326 057 301

Q-Tool® N12XL 

Tools for Threaded Inserts / Electrical
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Tools for Threaded Inserts / Hydropneumatic

Hydropneumatic blind rivet nut tool for installing 

M3 to M12 blind rivet nuts  

and M4 - M8 blind rivet studs.

Benefits at a glance

	— Application range blind rivet nuts M3 - M12 mm

	— Application range blind rivet studs M4 - M8 mm 

(only with special accessories)

	— High-speed of riveting

	— Simple operation

	— Low maintenance demands

	— One trigger operation

	— Autospin – push the mandrel to spin on the fastener

	— Automatic mandrel screwing and unscrewing

	— Adjustable by force / stroke / combination

	— Mechanical control of riveting process

	— Wide range of application

	— Possible to rivet blind rivet screws

	— Soft trigger

	— Ergonomic handle for both hands

	— Connection in the back of the tool

	— Lifting attachment for balancer

Technical specifications

Weight (according to the version):	 1,99 kg 

Dimensions (HxL): 		  265 x 265 mm 

Blind rivet nuts diameter: 		  M3 - M12 mm

Tractive force: 		  10 - 21 kN / 6 bar 

Stroke: 		  8,5 mm 

Speed of rivet cycle: 		  0,9 s 

Air consumption for 1 rivet: 		  2,6 l (ANR) 

Noise level: 		  89 dB @ 6 bar 

Operating pressure: 		  6 bar, max. 7 bar 

Compressed air connection:  		  6 mm (G 1/4“) 

Hydraulic oil standard: 		  Mineral hydraulic oil 

		  grade VG 32 to ISO TC 

		  28/SC4 with a viscosity 

		  of 32mm2/s at 40deg. C 

Hydraulic oil example: 		  OH-HM 32 

Lubricant standard: 		  ISO 6743-9 grease 

Lubricant example: 		  LV2EP

Air motor lubricating oil: 		  Interfon Lube PN32

Scope of delivery

RL50-2 Blind rivet tool

Threaded mandrels:  M5 / M6 / M8 / M10	

Nose pieces: M5 / M6 / M8 / M10

Oil refill set

Angled air supply	

Operating instructions

Artikel-Nr. 348 200 600

RL50-2

Working range

Blind rivet nuts M3 M4 M5 M6 M8 M10 M12

Aluminium, Brass • •* •* •* •* • •

Steel • •* •* •* •* •

Stainless steel • •* •* •* •* •
* For use with blind rivet studs

Spare parts / Consumables

Thread size Nose piece

Article No.

Threaded mandrel

Article No.

Internal threaded mandrel 

Article No.

M3 348 213 870 348 203 872

M4 348 214 870 348 204 872 348 204 874

M5 348 215 870 348 205 872 348 205 874

M6 348 216 870 348 206 872 348 206 874

M8 348 218 870 348 208 872 348 208 874

M10 348 220 870 348 210 872 348 210 874

M12 348 222 870 348 212 872

Optional accessories

Description Article No.

Hydraulic oil 1 l 460 299 870



16 Titgemeyer/10057EN0126/1

A
ll
 t

e
ch

n
ic

al
 d

at
a 

is
 i

n
te

n
d
e
d
 a

s 
a 

gu
id

e
 b

u
t 

is
 n

o
t 

b
in

d
in

g!
 S

u
b
je

ct
 t

o
 c

h
an

ge
 w

it
h
o
u
t 

n
o
ti

ce
.

Tools for Threaded Inserts / Hydropneumatic

Hydropneumatic blind rivet nut tool for installing 

M8 to M16 blind rivet nuts and 

M8 to M10 blind rivet studs. 

Benefits at a glance

	— Application range blind rivet nuts M8 - M16 mm

	— Application range blind rivet studs M8 - M10 mm 

(only with special accessories)

	— High-speed of riveting

	— Simple operation

	— Low maintenance demands

	— One trigger operation

	— Autospin – push the mandrel to spin on the fastener

	— Automatic mandrel screwing and unscrewing

	— Adjustable by force / stroke / combination

	— Mechanical control of riveting process

	— Wide range of application

	— Soft trigger

	— Ergonomic handle for both hands

	— Connection in the back of the tool

	— Lifting attachment for balancer 

Technical specifications

Weight (according to the version):	 2,64 kg 

Dimensions (HxL): 		  298 x 342 mm 

Blind rivet nuts diameter: 		  M8 - M16 mm

Tractive force: 		  15 - 36 kN / 6 bar 

Stroke: 		  12 mm 

Speed of rivet cycle: 		  0,9 

Air consumption for 1 rivet: 		  5,8 l (ANR) 

Noise level: 		  89 dB @ 6 bar 

Operating pressure: 		  6,0 bar, max. 7 bar 

Compressed air connection:  		  6 mm (G 1/4“) 

Hydraulic oil standard: 		  Mineral hydraulic oil 

		  grade VG 32 to ISO TC 

		  28/SC4 with a viscosity 

		  of 32mm2/s at 40deg. C 

Hydraulic oil example: 		  OH-HM 32 

Lubricant standard: 		  ISO 6743-9 grease 

Lubricant example: 		  LV2EP

Air motor lubricating oil: 		  Interfon Lube PN32

Lieferumfang

Blind rivet tool RL100-2

Threaded mandrels:  M8 / M10 / M12	

Nose pieces: M8 / M10 / M12

Oil refill set

Angled air supply	

Operating instructions

Artikel-Nr. 348 300 300

RL100-2

Working range

Blind rivet nuts M8 M10 M12 M14 M16**

Aluminium •* •* • • •

Steel •* •* • • •

Stainless steel •* •* • • •

* For use with blind rivet studs 

** The processing of M16 blind rivet nuts needs to be checked on a case-by-case basis.

Spare parts / Consumables

Thread size Nose piece

Article No.

Threaded mandrel

Article No.

Internal threaded mandrel 

Article No.

M8 348 318 870 348 308 870 348 300 314

M10 348 320 870 348 310 870 348 300 315

M12 348 322 870 348 312 870

M14 348 324 870 348 314 870

M16 348 326 870 348 316 870

Optional accessories

Description Article No.

Hydrauliköl 1 l 460 299 870
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Tools for Threaded Inserts / Hydropneumatic

Hydropneumatic blind rivet nut tool for installing M3 - 

M10 blind rivet nuts and M3 - M10 blind rivet studs

Benefits at a glance

	— 	Patented dual operating technology, with power control 

or motion control on request

	— 	Flexible when using various thread sizes and grip ranges

	— 	Focus on only a handful of tools in the workplace

	— 	High power-to-weight ratio of 11.1 kN/kg

	— 	Tool-less stroke and pressure settings 

	— 	No tools required to replace threaded mandrel

	— 	Low maintenance due to high-strength threaded 

mandrels

	— 	Practical spin-off button

	— 	First-rate ergonomic handling

	— 	Lightweight at just 1.59 kg

Technical specifications

Stroke:				    3.0 – 7.0 mm

Insertion force:			   17.6 kN at 5 bar

Air consumption per rivet: 	 approx. 6.5 l 

Air supply pressure:										          5 – 7 bar

Air supply:				    ø 6 mm (G1/4“)

Weight:				    1.6 kg

Scope of delivery

ProSert XTN20 blind rivet nut tool	

Threaded mandrels: M4, M5, M6, M8

Nose pieces: M4, M5, M6, M8	

Maintenance kit	

Operating Instructions		

Article No. 347 000 000* 

* 1/4“air supply coupling sold separately

Working range

Blind rivet nuts M3 M4 M5 M6 M8 M10

Aluminium • •* •* •* •* •

Steel • •* •* •* •*

Stainless steel •* •* •
* For use with blind rivet studs

ProSertTM XTN20

Spare parts / Consumables

Thread size Pulling unit* complete

Article No.

Nose piece

Article No.

Threaded mandrel

Article No.

Mandrel extended by 15 mm

Article No.

Drive mandrel 

Article No.

Guide bush

Article No.

M3 347 000 140 347 000 129 347 000 130 347 000 131

M4 347 000 119 347 000 104 347 000 100 347 000 115 347 000 111

M5 347 000 120 347 000 105 347 000 101 347 000 901 347 000 116 347 000 112

M6 347 000 121 347 000 106 347 000 102 347 000 902 347 000 117 347 000 113

M8 347 000 122 347 000 107 347 000 103 347 000 903 347 000 118 347 000 114

M10 347 000 904

* All sizes come supplied with the required lock nut Article No. 347 000 108.
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Tools for Threaded Inserts / Hydropneumatic

30
3

282
63

ø 27

ø 121

Mundstück

Schneiddorn

Kontermutter

�Hydropneumatic hexagonal cutter for cutting hexagonal 

holes

Benefits at a glance

	— 	Big on performance, small in size

	— 	Wall thicknesses: steel up to 5 mm and aluminium  

up to 6 mm

	— 	Entire process triggered from one single button

	— 	Sturdy design			 

	— 	Easy to use; requires little maintenance

	— 	Easy-change cutter		

	— 	Low-noise			 

	— 	Air supply fittable on left or right

	— 	Fixing point for balancer	

	— 	Safety valve prevents operating pressure overload

Technical specifications

Stroke:																                9 mm

Insertion force:											          24 kN at 6 bar

Installation force/Weight ratio:	 11.7 kN/kg

Air consumption:										         6.2 l/hole

Air supply pressure:								       5 – 7 bar

Air supply:														             ø 6 mm (G1/4“)

Weight:																               2.9 kg

Scope of delivery

TIOS 6100* heaxgonal cutter	

Angled air supply	

Operating instructions	

Oil refill set	

Article No. 348 450 200*

* Supplied without stamp or nose piece.

Consumables

Description Article No.

Nose piece M4 349 780 001

Cutter for M4 1 to 6 mm 349 764 000

Nose piece M5 349 781 001

Cutter for M5 1 to 6 mm 349 742 000

Nose piece M6 349 782 001

Cutter for M6 1 to 6 mm 349 743 000

Nose piece M8 349 783 001

Cutter for M8 1 to 6 mm 349 751 000

Nose piece M10 349 784 001

Cutter for M10 1 to 6 mm 349 771 870

M10 retooling kit 349 772 870

* The M10 retooling set is required to retool to an M10 stamp. 

 

 

Optional accessories

Description Article No.

Hydraulic oil 1 l 460 299 870

RL 6100
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Tools for Threaded Inserts / Hydropneumatic

Working range (material thickness in mm)

Thread size Hexagonal hole

SW** 

[mm]

Bore ø

[mm]

Material Material strength [Mpa]

100 200 300 400 500 600

M4* 6.1 6.2 - 6.4 Steel 5.8 5.0 4.5 4.0

Duralumin (Al) 6.0 6.0 6.0 6.0 5.7

M5* 7.1 7.2 - 7.4 Steel 5.0 4.3 3.9 3.5

Duralumin (Al) 6.0 6.0 5.6 5.2 4.9

M6* 9.1 9.3 - 9.5 Steel 4.1 3.5 3.2 2.9

Duralumin (Al) 5.5 5.0 4.6 4.3 4.0

M8* 11.1 11.3 - 11.5 Steel 3.5 3.1 2.8 2.6

Duralumin (Al) 4.6 4.2 3.9 3.7 3.5

M10* 13.1 13.3 - 13.5 Steel 3.0 2.6 2.4 2.0

Duralumin (Al) 4.4 4.1 3.7 3.2 3.0
 

* Size of fastener, hole diameter prior to cutting 

** SW = wrench size from hexagon
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The hydraulic assembly press is ideal for securely instal-

ling self-clinching fasteners. The high-quality components 

ensure that the assembly press always runs reliably and 

requires little maintenance. With an installation force of 70 

kN, every standard self-clinching fastener can be installed 

using this machine. With its extensive range of accessories, 

the LSC 7010 with HA 200 offers additional practical and 

economic means of working with metals, e.g. clinching, 

edging or chamfering.

Benefits at a glance

	— 	Optimum installation force settings		

	— 	Electronic and mechanical safety system

	— 	The mechanical safety system makes the installation of 

non-conductive fasteners possible.			

	— 	Powered by standard mains supply (400V)

	— 	Easy to use, quick retooling times

	— 	Low maintenance and service

	— 	Excellent price-to-performance ratio

C-frame LSC 7010

Technical specifications

Height:																                1897 mm

Width: 																               812 mm

Depth:																                1000 mm

Weight: 															               250 kg

Max. press-in force: 								       70 kN

Protrusion:														             520 mm

Operating stroke:										         130 mm

Article No. 463 300 201

HA 200 hydraulic unit

Technical specifications

Height:  845 mm	

Width:  515 mm	

Depth:  	670 mm	

Weight:  110 kg	

Max. pressure:  	220 bar	

Nominal voltage:  3/N/PE 400/230V AC	

Rated frequency:  50 Hz	

Rated current:  max. 4.0 A	

Wattage:  1.5 kW

Article No. 463 300 200

Hydraulic assembly press/unit

Tools for Threaded Inserts / Hydropneumatic
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pressti® die parts

Size T

[mm]

L

[mm]

Weight approx.

[kg/item]

Description Article No.

Long 16 68 0.3 VI00001418 463 300 001

Short 16 34 0.3 VI00001417 463 300 002

Wide 50 32 0.4 VI00001666 463 300 003

pressti® template for self-clinching nuts

Thread size D

[mm]

Weight approx.

[kg/item]

Description Article No.

M2 / M2.5 / M3 6.3 0.3 VI00001426 463 300 004

M4 7.9 0.3 VI00001428 463 300 005

M5 8.7 0.3 VI00001429 463 300 006

M6 11.05 0.3 VI00001430 463 300 007

M8 12.65 0.3 VI00001431 463 300 008

M10 17.35 0.3 VI00001432 463 300 009

pressti® template for self-clinching studs

Thread size D

[mm]

Weight approx.

[kg/item]

Description Article No.

M2.5 2.5 0.3 VI00001419 463 300 010

M3 3.0 0.3 VI00001420 463 300 011

M4 4.0 0.3 VI00001421 463 300 012

M5 5.0 0.3 VI00001422 463 300 013

M6 6.0 0.3 VI00001423 463 300 014

M8 8.0 0.3 VI00001424 463 300 015

M10 10.0 0.3 VI00001425 463 300 016

pressti® template for self-clinching studs

Thread size D

[mm]

Weight approx.

[kg/item]

Description Article No.

M2 – M3 4.2 0.3 VI00001421 463 300 012

M3 5.4 0.3 VI00001422 463 300 013

M4 – M5 7.2 0.3 VI00001441 463 300 019

Tools for Threaded Inserts / Hydropneumatic
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Other possible uses for the LSC 7010

Clinching / Metal joining: 

This method replaces the conventional 

spot welding of thin sheeting. 

Bending / Chamfering: 

This press makes light work of bending 

and chamfering thin sheeting up to a  

maximum width of 80 mm and a thick- 

ness of 2 – 3 mm depending on the 

material. It also comes fitted with side  

and end stops. Depending on the  

requirements, these can be set to 9 – 

70 mm. 

Edging: 

This technology extends the surface 

when tapping thin sheeting of bet-

ween 0.8 and 2 mm thickness.

Tools for Threaded Inserts / Hydropneumatic
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Tools for Threaded Inserts 

Benefits at a glance

	— 	Automatic sorting of fasteners

	— 	Precise feeding of fasteners

	— 	Integrated process control

Rivetec is a Titgemeyer Group subsi- 

diary situated in Pisek, CZ. Our 

experts have been designing and 

manufacturing high-quality rivet tools, 

automation technology and assembly 

systems there for 30 years. Needless 

to say, all perfectly tailored to the 

every need of customers in the trades, 

industry and retail sector.

Our range includes rivet installation 

units, power units and control units 

as well as feeder systems and spent 

mandrel extractors. Through the mo-

dular system, individual components 

can be combined for each specific use. 

Our specialists will be happy to advise 

you on-site and provide you with 

customised solutions.

Contact us if you are looking for  

rational fastening technology!

Bespoke semi-automatic and fully-automatic 

installation systems for the fastener range



About us

Titgemeyer is a leading international provider in the fi elds of fastening technology, 

automation solutions, and vehicle components. With over 500 employees across 11 

European locations, this family-owned company, headquartered in Osnabrück, Germany, 

can look back on 125 years of success. Its portfolio comprises around 20,000 products, 

developed and manufactured both in series and in customised versions to meet specifi c 

customer needs.

Sales locations

Titgemeyer Austria GmbH

Brunner Straße 77 – 79

1230 Wien / AT

T +43 1 667 9040–0

E vertrieb-tat@titgemeyer.com

W  titgemeyer.at

Titgemeyer CZ spol. s r. o.

U Vodárny 1506

397 01 Pisek / CZ

T +420 732 598 375

E obchod@titgemeyer.com

W titgemeyercz.cz 

Titgemeyer Polska sp. z o.o.

Cypriana Bazylika 17

98-200 Sieradz / PL

T +48 438 282 015

E sales-pl@titgemeyer.com

W titgemeyer.pl

Titgemeyer Skandinavien A/S

Lunikvej 32

2670 Greve / DK

T +45 4360 0966

E info@titgemeyer.dk

W titgemeyer.dk

Titgemeyer Sverige

Box 3218

550 03 Jönköping / SE

T +46 (0) 3612 8350

E info@titgemeyer.se

W titgemeyer.se

Titgemeyer Finland

Hatanpään valtatie 24

33100 Tampere / FI

T +358 (0) 400 448 401

E info@titgemeyer.fi 

W titgemeyer.fi 

Headquarters

Titgemeyer GmbH & Co. KG

Hannoversche Straße 97

49084 Osnabrück / DE

PO Box 4320

49033 Osnabrück / DE

T +49 541 5822–0

E info@titgemeyer.com

W  titgemeyer.com

Production sites

Cirteq Limited

‘Hayfi eld’ Colne Road, 

Glusburn, Keighley, 

West Yorkshire, BD20 8QP

T  +44 1535 633 333

E  sales@cirteq.com

W  cirteq.com

Titgemeyer Tools & Automation

spol s.r.o.

U Vodárny 1506

397 01 Písek / CZ

T  +420 732 657 298

E  tta-sales@titgemeyer.com

W  titgemeyer.com/en/tools-

     automation/

Titgemeyer (UK) Limited

A2 Link One Industrial Park

George Henry Road

DY4 7BU Ti pton / UK

T +44 121 557 9777

E tuk-sales@titgemeyer.com

W titgemeyer.co.uk

Titgemeyer France

Titgemeyer GmbH & Co. KG

Hannoversche Straße 97

49084 Osnabrück / DE

T  +33 7 6052 8753

E  marc.gaussin@titgemeyer.com

W  titgemeyer.fr


