i1 TITGEMEYER

Fastening Technology / Installation Tools

Tools

for lockbolt systems and
high-strength blind rivets




Tools for Lockbolt Systems / Contents

32130U IN0Y}IM 3UBLD 0} 193[GNS BUIpUIQ 10U SI ING 3PINS B SB PapualUl S| BIep [BJIUYISY ||V

Titgemeyer/10058EN0126/1



All technical data is intended as a guide but is not binding! Subject to change without notice.

contents

Tools for lockbolt systems

HUCK®, HUCKTAINER® are registered trademarks of Huck International Inc.

Titgemeyer/10058EN0126/1

Tools for Lockbolt Systems / Contents

Page

10

10

10



Tools for Lockbolt Systems

HUCK®, HUCKTAINER® are registered trademarks of Huck International Inc.

Titgemeyer/10058EN0126/1

All technical data is intended as a guide but is not binding! Subject to change without notice.



All technical data is intended as a guide but is not binding! Subject to change without notice.

Tools for Lockbolt Systems / Overview

Overview - tools for lockbolts

Standard lockbolt @ DeltaBolt® lockbolt @ Multigrip lockbolt @ Hucktainer® Plus o
[mm] [mm] [mm] [mm]

Tool Article No. Technology 48 64 80 96 48 64 80 96 48 64 78 95 95

TIOS EL20 350300000 electrical . . . . . .

RL75-2 385060350  hydropneum. - . . . . . .

Overview - tools for high-strength blind rivets”

TIBULB Blindniete @ TIBOLT® Blindniete o TIBULB® Power Blindniete @ TIBULB® Ultra Blindniete @

[mm] [mm] [mm] [mm]
Tool Article No. Technology 4.8 6.4 18 48 6.4 9.5 48 6.4 78 48 6.4 18 9.5
RL75-2 385060350  hydropneum. - . oSt) . . . . .

* The matching pulling heads can be found on the corresponding page in our tools catalogue.

« = All materials can be installed. Should restrictions apply, please consult the table for the correct installation material.

HUCK"HUCKTAINER" are registered trademarks of Huck International Inc.
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Tools for Lockbolt Systems / Electrical

TIOS” EL20

Battery powered riveting tool for installing
standard and high-strength lockbolts 4.8 mm - 6.4 mm

Benefits at a glance

— A powerful, fast, and reliable cordless lockbolt installa-
tion tool, suitable for the most demanding applications.

— Powerful 2.5Ah Li-lon battery, for longer operating time
between charges. 5Ah battery available as an optional
accessory.

— Completely untethered tool, and therefore suitable for
both indoor and outdoor applications, large and small.

— Ergonomic and well balanced.

— Reliable and smooth brushless motor.

— LED light to illuminate the work area.

— Large range of pulling heads to suit many types of
standard and high- strength lockbolts.

— Great advice and support available from your local
Titgemeyer sales office

Working range

Fastener Standard lockbolt Standard lockbolt Multi-Grip lockbolt Multi-Grip lockbolt
[mm] [mm] [mm] [mm]
48 6.4 48 6.4

All materials . . o .

Please refer to the accessories and spare manual for this tool, for details of the correct pulling head components to install these fasteners.

Working range - high-strength lockbolts

Fastener High-Strength lockbolt High-Strength lockbolt
[mm] [mm]
48 6.4

Steel . .

Please refer to the accessories and spare manual for this tool, for details of the correct pulling

head components to install these fasteners

Titgemeyer/10058EN0126/1
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Technical specifications

Fastener size capability

Tool weight (with standard battery)
Setting force

Setting stroke

Cycle time (free cycling)

Type of standard battery included with tool
Number of standard batteries included
Standard battery weight

Battery charge indicator

Optional battery type available to purchase
Optional battery weight

Battery charge time

Tool length

Tool height (with standard battery)

Tool width

Brushless motor

LED light

Suspension hook

Pulling head equipment supplied with tool
Carry case

Compliance

Warranty

Scope of delivery

Description Article No.

Riveting tool 350300 000
Adapter kit 350300 001
Battery 18 V 2.5 AH Li-ion 350 500 000
18V Li-ion charger 350 600 000
Key 350 200 027

Instruction manual

Titgemeyer/10058EN0126/1
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48 -6.4mm
2.09 kg
19600 N
25 mm

2.2 Seconds
18V / 2.5Ah
1

0.4 kg

Yes, on tool
18V / 5Ah
0.7 kg
2.5Ah = 65 Minutes / 5Ah = 135 Minutes
280 mm
270 mm

75 mm

Yes

Yes

Yes

None

Yes

CE

12 Months



Tools for Lockbolt Systems / Hydropneumatic

RL75-2

Pneumatic-hydraulic riveting tool
for processing lockbolts and high-strength blind rivets.

Benefits at a glance

— High speed processing cycle

— Easy handling

— Easy to maintain

— Low weight

— High pulling force

— Balanced pressure point on the trigger

— Ergonomic handle

— Center of gravity of the tool is in the middle of the tool

— Air connection at the back of the tool

— Suspension device for balancer

— Rivet mandrel container with quick release
(optionally available adapter + container)

Technical specifications

Weight (according to the version): 1.71 kg

Dimensions (HXL): 331 x 218 mm
Lockbolts: 5.0 - 6.5 mm
High-strength blind rivets: 4.8 -6.4mm
Pulling force: 28 kKN / 6 bar
Stroke: 15 mm

Rivet cycle: 0.9 s (without rivet)
Air consumption for 1 rivet: 581

Noise level: 86 dB

Operating pressure: 6.0 bar, max. 7 bar
Air supply connection: 6 mm (G 1/49)

Hydraulic oil standard:

Hydraulic oil example:

Lubricant standard:
Lubricant example:

Mineral hydraulic oil

lik oil of grade VG

32 according to I1SO TC
28/SC4 with a viscosity
of 32mm?2/s

OH-HM 32

ISO 6743-9 grease
LV2EP

Scope of delivery

RL75-2 rivet installation tool
Oil refill set

Angled air supply

Pulling head adapter

Rivet mandrel container
Operating instructions
Article No. 385 060 350

Note

Pulling heads sold separately
See table for product selection

e
®115

HUCK?®, HUCKTAINER® are registered trademarks of Huck International Inc.
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Working range - lockbolts

Tools for Lockbolt Systems / Hydropneumatic

Fastener Standard DeltaBolt® Multigrip Hucktainer®
lockbolt o lockbolt o lockbolt @ Plus o
[mm] [mm] [mm] [mm]
48 6.4 8.0 9.6 48 6.4 8.0 9.6 48 6.4 78 9.6 9.5
Aluminium . . . .
Steel . . . . . . .
Stainless steel . . . .

Working range - high-strength blind rivets

Fastener TIBULB blind rivet @ TIBOLT® blind rivet o TIBULB® Power blind rivet @ TIBULB® Ultra blind rivet @
[mm] [mm] [mm] [mm]
438 6.4 7.8 48 6.4 9.5 48 6.4 78 48 6.4 7.8 9.5
Aluminium . . . .
Steel . . . . . . .
Stainless steel . . . .

Pulling heads for RL75-2

Fastener Nominal bolt @ Pulling head type Article No.
[mm]
Standard 48 Huck® 99-3003 L 371691000  TIBOLT® 48 Huck® 99-3303 L (Preferred) 371694 000
lockbolts 6.4 Huck®™ 99-3006 L 371693000  blind rivets Huck®™ 99-3303 (Alternative) 371805000
8.0 6.4 Huck® 99-3303 L (Preferred) 371695 000
96 Huck™ 99-3305 (Alternative) 371815000
DeltaBolt® 48 Huck® 99-3003 L 371691000 95
lockbolts 6.4 Huck™ 99-3006 L 371693000  TIBULB® Power 48 Huck™ 99-3303 L (Preferred) 371694000
8.0 blind rivets Huck®™ 99-3303 (Alternative) 371805000
96 6.4 Huck®™ 99-3305 L (Preferred) 371695000
Multigrip 48 HUCK 99-1456 L (Preferred) 371696 000 Huck® 99-3305 (Alternative) 371815000
lockbolts Huck® 99-1456 (Alternative) 372985000 78
6.4 6.4, HUCK 99-1477UK L (Preferred) 371990000  TIBULB® Ultra 48
Huck® 99-1477UK (Alternative) 371980000  blind rivets 6.4
78 78
96 95
Hucktainer® Plus = 9.5 Huck® 99-3465 (Requires adapter) ~ 371730000 . . . specifications on pulling heads, see table on pages &.
87-0818 (Adapter) 385 050 870
TIBULB 48 Huck® 99-3303 L (Preferred) 371694 000
blind rivets Huck® 99-3303 (Alternative) 371805000
6.4 Huck® 99-3303 L (Preferred) 371695000
Huck™ 99-3305 (Alternative) 371815000
78 87-0294 (Requires adapter) 385150870
87-0817 (Adapter) 385051870
Optional accessories
Description Article No.
0On-hose ring sensor 431 444 870
Hydraulikoil 11 460299 870
HUCK®, HUCKTAINER® are registered trademarks of Huck International Inc.
Titgemeyer/10058EN0126/1 9



Tools for Lockbolt Systems

Standard/HV pulling heads

One-sided bevel

Double-sided bevel

Pulling heads for standard TIFAS® LockBolt and DeltaBolt® lockbolt systems

Nominal bolt@  For tools Dimensions Bevel Pulling head type  Article No.
[mm] Model A B C D

[mm] [mm] [mm] [mm]
48 RL75-2, TIOS® EL20 51.0 19.1 HUCK® 99-3003! 371680 000
6.4 RL75-2, TIOS® EL20 51.0 19.1 HUCK® 99-3006! 371705 000

Pulling heads for TIFAS® LockBolt Multigrip lockbolt system with extended grip range

Nominal bolt @ For tools Dimensions Bevel Pulling head type  Article No.
[mm] Model A B ( D
(mm] [mm] [mm] [mm]
48 RL75-2, TIOS® EL20 49.0 399 89 19.1 2-sided HUCK® 99-1456™2 372985 000
HUCK® 99-3206  on request
6.4 RL75-2, TIOS® EL20 54.0 389 93 19.7 2-sided HUCK® 99-1477UK! 371980 000
91.0 478 89 270 2-sided HUCK® 99-1290 371960 000

! These pulling heads can only be fitted to the 255/256 and 2503/2580 models by means of the connector (adapter), model 102 463, Article No. 375 870 000.

2|f used on the 2025LB, these pulling heads must be fitted without the supplied connector.

Pulling heads for lockbolt system for HUCKTAINER® PLUS composite materials

Nominal bolt@  For tools Dimensions Bevel Pullinghead Article No.
[mm] Model A B ( D type

[mm] [mm] [mm] [mm]
9.5 RL75-2 59.3 28.2 HUCK® 99-3465! 371730 000

1 A special sleeve (Article No. 385 081 00) is required for installation. Please order separately.
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Copyright

All texts, images, technical documents
and other information contained in
this catalogue are subject to copy-
right held by Titgemeyer GmbH & Co.
KG. Any reproduction or disclosure,
whether as a copy or other form of
duplication or use, is expressly pro-
hibited without the prior consent of
Titgemeyer GmbH & Co. KG.

Registered trademarks

The trademarks LockBolt, POLYSTIC,
pressti, RIEKO, RIV-TI, TIBOLT, TIBULB,
TIFAS, TIOS and Titgemeyer are regis-
tered trademarks and the intellectual
property of Titgemeyer GmbH & Co.
KG.

Term of Delivery and Payment
All deliveries are carried out in
compliance with our Terms of
Delivery and Payment.

Limitation of liability

All technical data, performance
descriptions, drawings, illustrations,
measurements, weights or any other
performance data, recommendations
and guidelines contained in this
catalogue and relating to the installa-
tion of parts that we supply are only
binding if so expressly agreed.
Moreover, the user is obliged at all
times to check each individual use
and decide whether the components
that we supply can be used as
needed.

Tools for Lockbolt Systems

We accept liability in the case of
wilful intent, gross negligence and
infringement of cardinal contractual
duties as well as for errors in respect
of express or implied representations.
Notwithstanding this, any claims for
compensation not explicitly agreed

to in these terms and conditions are
hereby excluded in the case of cus-
tomers who are not consumers and, in
the case of such customers, who are
not consumers, at all events limited to
the damage foreseeable at the time of
concluding the contract as well as to
the value of the delivered
consignment. To the extent that

our liability is excluded or limited,
this shall extend accordingly to the
personal liability of employees, legal
representatives and vicarious agents.
In all instances of gross negligence
committed by vicarious agents, we
shall solely be liable to customers,
who are not consumers, to
compensate for typically

foreseeable damage. The statutory
regulation governing the burden of
proof shall remain unaffected. The
aforementioned limitation of liability
shall not apply to claims resulting
from product liability, for damage
resulting from injury to life, limb or
health, or for damage to privately
used property.

All technical specifications contained in
this brochure are approximate and no
guarantee is given as to their accuracy.
Designs are subject to change.
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About us

Titgemeyer is a leading international provider in the fields of fastening technology,
automation solutions, and vehicle components. With over 500 employees across 11
European locations, this family-owned company, headquartered in Osnabruck, Germany,
can look back on 125 years of success. Its portfolio comprises around 20,000 products,
developed and manufactured both in series and in customised versions to meet specific

customer needs.

Headquarters

Titgemeyer GmbH & Co. KG
Hannoversche StraRe 97
49084 Osnabruck / DE

PO Box 4320
49033 Osnabrick / DE

T +495415822-0
E info@titgemeyer.com
W titgemeyer.com

Qualifétsmanagement
150 9001

Sales locations

Titgemeyer Austria GmbH
Brunner StralRe 77 - 79
1230 Wien / AT

T +43 1667 9040-0
E vertrieb-tat@titgemeyer.com
W titgemeyer.at

Titgemeyer CZ spol.sr. 0.
U Vodarny 1506
397 01 Pisek / CZ

T +420 732598 375
E obchod@titgemeyer.com
W titgemeyercz.cz

Titgemeyer Polska sp. z 0.0.
Cypriana Bazylika 17
98-200 Sieradz / PL

T +48 438 282 015
E sales-pl@titgemeyer.com
W titgemeyer.pl

Titgemeyer Skandinavien A/S
Lunikvej 32
2670 Greve / DK

T +45 4360 0966
E info@titgemeyer.dk
W titgemeyer.dk

Titgemeyer Sverige
Box 3218
550 03 Jonkoping / SE

T +46 (0) 3612 8350
E info@titgemeyer.se
W titgemeyer.se

Titgemeyer Finland
Hatanpaan valtatie 24
33100 Tampere / FI

T +358 (0) 400 448 401
E info@titgemeyer.fi
W titgemeyer.fi

Titgemeyer (UK) Limited
A2 Link One Industrial Park
George Henry Road

DY4 7BU Tipton / UK

T +44 1215579777
E tuk-sales@titgemeyer.com
W titgemeyer.co.uk

Titgemeyer France
Titgemeyer GmbH & Co. KG
Hannoversche StraRe 97
49084 Osnabruck / DE

T +33 760528753
E marc.gaussin@titgemeyer.com
W titgemeyer.fr

Production sites

Cirteq Limited

‘Hayfield’ Colne Road,
Glusburn, Keighley,

West Yorkshire, BD20 8QP

T +44 1535633 333
E sales@cirteq.com
W cirteqg.com

Titgemeyer Tools & Automation
spol s.r.o.

U Vodarny 1506

397 01 Pisek / CZ

T +420732657 298

E tta-sales@titgemeyer.com

W titgemeyer.com/en/tools-
automation/



