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Industrial supplies  / Ventilation & Air Systems / Roof ventilators

Electric roof ventilators

Roof fan

Roof fan

Vehicle roof

Vehicle roof

Roof closure

Roof closure

Lining, solid material

or sheet structure with moulding

Supply route

FLining of solid material, upholstered

Roof closure

Roof closure

Arch   Vehicle roof

Vehicle roof

Vehicle roof

≥
 2

8
m

m

≥
 2

8
m

m
≥

 2
8

m
m

Roof fan

Roof fan

Scenario a) Installation in a vehicle with appropriate roof thickness

Scenario b) For installation in a vehicle without strut with filling elementelement

Scenario c) Installation in a vehicle without arch with upholstered lining.

Used as head protection in low vehicles (ambulance).

Scenario d) Installation in a vehicle with supply route (RTW)
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Industrial supplies  / Ventilation & Air Systems / Roof ventilators

Accessories for roof ventilators

Roof cover with LED light for 12V/24V

— For infinitely adjustable air control with integrated lamp.

— Ring and cover constructed of aluminium, chromated

    and powder-coated in RAL 7035 light grey

— Glare shield constructed of polycarbonate, opal

Weight:       0.30 kg / 0.38 kg

Article No.  642 355 002 for DL 195 / DE 200

                   642 365 002 for DL 230

Type A

ø

[mm]

B

ø

[mm]

C

ø

[mm]

D

ø

[mm]

E

ø

[mm]

F

ø

[mm]

G

ø

[mm]

H

ø

[mm]

I

ø

[mm]

642 355 002 245 208 197 203 40,5 25 28 223 5x3,9

642 365 002 282 248 237 243 40,5 25 28 263 4x3,9
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Industrial supplies  / Ventilation & Air Systems / Roof ventilators

Roof cover without lamp

For infinitely adjustable air control

Material:               Ring and cover constructed of aluminium

                             Covering pane constructed of ABS, black,

                             finely grained

Surface:                chromated and powder-coated in RAL

                             7035 light grey

Weight:                 0.25 kg / 0.33 kg

Article No.            642 350 000 for DL 195 / DE 200

                             642 360 000 for DL 230 / DLW 230

Typ A

ø

[mm]

B

ø

[mm]

C

ø

[mm]

D

ø

[mm]

E

ø

[mm]

F

ø

[mm]

G

ø

[mm]

H

ø

[mm]

I

ø

[mm]

642 350 245 208 197 203 27 11,5 28 223 5x3,9

642 360 282 248 237 243 27 11,5 28 263 4x3,9

Accessories for roof ventilators
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Industrial supplies  / Ventilation & Air Systems / Roof ventilators

Accessories for roof ventilators

Typ A

ø

[mm]

B

ø

[mm]

C

ø

[mm]

D

ø

[mm]

E

ø

[mm]

F

ø

[mm]

G

ø

[mm]

H

ø

[mm]

I

ø

[mm]

642 357 245 208 197 203 30,5 15 28 223 5x3,9

Roof closure with star handle

For gradual ventilation adjustment

Material:                Ring and cover made of brushed

                              aluminium

                              Star handle made of black plastic

Surface:                 chromated and powder-coated in RAL

                              7035 light grey

Weight: approx.    0.36 kg/each

Article No.             642 357 000 for DL 195 / DE 200
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Industrial supplies  / Ventilation & Air Systems  / Ventilation panels

Sliding ventilator

Width

[mm]

Length

[mm]

Breakthroughs Weight

approx.

[kg/each]

Article No.

Quantity

[Stück]

Length

[mm]

70 250 6 50 0,065 640 320 000

100 310 8 75 0,105 640 335 000

500 14 75 0,180 640 345 000

Sliding ventilator, plastic

— With 13 flat channels, length 165 mm each.

— 8 screw holes, diameter 3,2 mm. The ventilator isoped and     	

    shut by means of a central turning handle with cam action

Material:        Polystyrol, ivory coloured

Dimensions:   Outer 385 x 220 mm

                       Assembly dimensions 355 x 186 mm

                       Assembly depth 11 mm

Weight:           approx. 0.365 kg/each

Article No.      640 300 000

Sliding ventilator, aluminium, polished

	— With smooth cut-outs and an aluminium control knob

	— Four screw holes, 3 mm in diameter

Outer-ø

[mm]

Installation

opening ø

[mm]

Fastening

holes

[each]

Weight

approx.

[kg/each]

Article No.

160 140 4 0,095 640 625 000

250 210 6 0,195 640 640 000

TDrop base ventilation rosette, aluminium, polished

	— Rotatable, air stream can be regulated by means of a hand-

wheel

	— Screw hole diameter 3,5 mm
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Industrial supplies  / Ventilation & Air Systems  / Ventilation panels

640 110 000 - 640 180 000

LengthCovering sheets, aluminium, mill finishedk

With horizontal conchate channeling

Approximate air-flow rates

640 110: 36,0 cm2	

640 130: 52,0 cm2

640 180: 224,0 cm2

Covering sheet, plastic

With 2 x 10 horizontal conchate channels to the inside,

8 screw holes, diameter 3.2 mm

Material:                  Polystyrol, ivory coloured

Dimensions:            Outer 385 x 220 mm

                                Assembly dimensions 355 x 186 mm

                                Assembly depth 16 mm

Weight:                    approx. 0.415 kg/each

Article No.               640 200 000

Covering sheets

Width

[mm]

Length

[mm]

Channels Weight

approx.

[kg/each]

Article No.

Number

[each]

Length

[mm]

80 250 3 200 0,05 640 110 000

110 310 4 260 0,09 640 130 000

200 440 4 400 0,33 640 180 000
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Industrial supplies  / Ventilation & Air Systems / Air tank steel

Compressed air tank, fabricated from steel sheets,

with brackets

— Made in compliance with EN286-2 and CE-tested

— The interior and exterior of all tanks are powder-coated

— Standard exterior colour RAL9005

Working pressure:    12.5 bar

Calculated pressure:  M 22 x 1.5

Temperature range:   -50° / +100°C

Material:                    Steel, primed

Single components for compressed air braking systems

Content 

[l]

ø

[mm]

A

[mm]

Type Weight

[kg]

Article No.

 

5 206 215 SPA 1000 4,0 182 920 002

10 206 370 SPA 1001 5,0 182 922 002

15 206 530 SPA 1002 7,0 182 923 002

20 206 690 SPA 1003 8,0 182 924 002

246 500 SPA 1004 8,0 182 925 002

30 246 720 SPA 1005 10,0 182 928 002

40 276 760 SPA 1008 13,0 182 932 002

246 940 SPA 1007 13,0 182 933 002

310 620 SPA 1009 15,0 182 934 002

60 246 1352 SPA 1010 19.0 182 943 002

276 1110 SPA 1011 18,0 182 935 002

310 895 SPA 1012 18,0 182 936 002

396 580 SPA 1013 19,0 182 937 002

80 396 750 SPA 1014 23,0 182 941 002

100 396 915 SPA 1015 28,0 182 948 002

Compressed air tank made of sheet steel

— Made in compliance with EN286-2 and CE-tested

— The interior and exterior of all tanks are powder-coated

— Standard exterior colour RAL9005

Working pressure:   12.5 bar

Calculated pressure: M 22 x 1.5

Temperature range:   -50° / +100°C

Material:                   Steel, primed

Content 

[l]

ø

[mm]

A

[mm]

B1 

[mm]

Type Weight

[kg] 

Article No. 

40 276 760 168 168 14,5 182 906 003

60 276 1110 168 168 19,5 182 909 003

310 895 185 185 19,0 182 910 003

396 580 228 228 22,0 182 911 003

80 396 750 228 228 26,0 182 912 003

100 396 915 228 228 31,0 182 914 003

1 Oberkante Halter bis Mitte Kessel
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Industrial supplies  / Ventilation & Air Systems / Air tank aluminium

Single components for compressed air braking systems

Compressed air tank made of aluminium

For compressed air braking systems according to standard

87/404/EEC with 4 screw necks M 22 x 1.5

Working pressure:  		  to 246 mm ø – 14 bar

                                  to 310 mm ø – 12 bar

                                  to 396 mm ø – 10 bar

Temperature range:  	 -40° / +65°C

Material:                      Aluminium, raw

Content 

[l]

ø

[mm]

A

[mm]

Weight

[kg]

Article No.

 

10 206 375 2,4 182 949 001

15 206 538 3,1 –

20 206 700 4,1 182 950 001

246 510 3,7 –

296 371 3,5 –

276 591 4,5 –

40 246 945 6,2 –

276 766 5,8 182 953 001

310 629 5,5 –

60 276 1111 8,2 –

310 907 7,7 182 956 001

396 590 8,3 182 957 001

80 396 748 8,6 182 958 002

100 396 930 10,2 182 959 001
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Industrial supplies  / Ventilation & Air Systems  / Tightening straps

Tightening straps with consoles, one piece

For the fixing of air tanks used for compressed air braking

systems in utility vehicles

Material:							      Stainless steel

Single components for compressed air braking systems

d ø

[mm]

L

[mm]

B

[mm]

Weight

[kg]

Article No. 

206 225 82 0,95 183 016 000

246 265 82 1,05 183 017 000

276 295 82 1,15 183 018 000

310 330 82 1,25 183 019 000

396 410 82 1,65 183 020 000

d ø

[mm]

L

[mm]

B

[mm]

Weight 

[kg]

Article No. 

206 225 82 0,79 183 011 010

246 265 82 0,95 183 013 010

276 295 82 1,03 183 012 010

310 330 82 1,15 183 014 010

396 410 82 1,42 183 015 020

Tightening straps and consoles, two piece

For the fixing of air tanks used for compressed air braking

systems in utility vehicles.. Please note the torque of 15–20 Nm!

Material:							      Steel, galvanized
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Stainless steel toolboxes

– Material: Stainless steel, 1.4301

– Material thickness: 1.5 mm

– Lid supplied with polished finish

– Toolbox body supplied with matt finish

– With steel-cable lid holders

– With rear ventilation valve

– With shelf bracket and plywood panel

– With high-quality, stainless-steel hasp cylinder lock

   (supplied with two keys), with lock cylinder cover

– Lid fitted with tubular seal

– SSV-compatible, can be integrated into the side-impact

  protection device, test report available on request

Individual spare parts

Article Article No.

Cylinder lock with dust protection cap 233 899 000

Lock 233 899 001

Hinge left 233 899 002

Hinge right 233 899 003

Securing cable for cover 540 mm x 2 mm 233 899 005

Article Article No.

Cover for 233 880 233 899 010

Cover for 233 882 233 899 011

Cover for 233 884 233 899 012

Cover for 233 886/8 233 899 013

Cover for 233 892 233 899 014

Cover for 233 894 233 899 015

Cover for 233 896 233 899 016

Cover for 233 890 233 899 017

Stainless steel toolboxes

Industrial supplies  / Toolboxes & storage solutions / Stainless steel

Stainless steel tool boxes

Width

[mm]

Height Depth Number of locks Weight approx.

[kg/each]

Article No.

500 [mm] [mm] 1 17 233 8761 

350 400 1 18 233 8781

600



400 500 1 21 233 880

500 500 1 23 233 882

600 600 1 27 233 884

800 500 500 1 29 233 886

500 600 1 31 233 888

1000 500 500 2 34 233 890

600 600 2 37 233 892

1200 500 500 2 39 233 8941

600 600 2 41 233 8961

Version without shelf bracket or plywood board
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Industrial supplies  / Toolboxes & storage solutions / Plastic

A

B C

Plastic tool boxes

Vertical fixing kit

234 477 000

Horizontal fixing kit

234 478 002

TITGEMEYER plastic toolboxes

DAKEN WELVET range

With TITGEMEYER logo

– Material:

   Black polypropylene (PP), with high UV resistance    	

   and impact strength; designed to withstand tempera  	

   tures of between +100 °C and -70 °C

– Test performance:

   Load, water and pressure resistance in extreme  	

   temperatures; TUVapproved as underrun protection 	

   in accordance with UN/ECE R73

– Components:

	  The Europlex catch and EPDM inner gasket gurantee

	  a perfect seal between the body and lid for opti 	

   mum protection against dust and water; fitted with  	

   hasp cylinder lock and supplied with two keys

– Structure:

   All-round plastic reinforcement for maximum load   	

   capacity without U-shaped holders; lid reinforced  	

   by its bar structure Extremely rugged and reliable   	

   rangeof items; with smooth inner surface

– Hinge system:

	 The full-length hinge guarantees optimum functining 	

   of the body and lid

– Accessories:

   Fixing kit available in two options: hot-dip galvani  	

   sed (vertical) or powder coated (horizontal) Vertical,     	

   hot-dip galvanised fixing elements are pre-installed  	

   for widths of 630 mm and 830 mm

TITGEMEYER plastic tool box with bracket set

Tool box Bracket set

Dimensions Number of

locks

Capacity

[l]

Optimum

load

[kg/each]

Weight

[Kg/each]

Article No. Bracket Article No.

A

[mm]

B

[mm]

C

[mm]

400 480 400 1 39 50 [kg/each] 234 472 000 optional 234 477 000

loose 234 478 002

450 630 480 2 77,5 60 10,35 234 473 000 vertical –

fitted

500 830 470 2 119 65 12,85 234 474 000 vertical –

fitted

500 1030 480 3 154 70 13,0 234 475 000 optional 234 477 000
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Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic tool box

Plastic tool box

– Material:

  Shock-proof, impact resistant PP, black, surface finish mat.

   Resistant to weathering, UV and temperature

   (-40 °C bis +60 °C),100% recyclable

– Hinge system:

   Integrated 5-hinge system. Lid is supplied loose with a

   quick fit system that requires no tools for assembly

– Sealing system:

  All-round EPDM seal and double lock make for a tight seal

– Lock system:

   Two compression latches with lock, concealed by handles

   when locked

– Support:

   Pre-drilled, galvanised steel vertical bracket

– Other:

   – Guides inside the toolbox allow for the installation of a 	

      shelf

   – Reinforced lid

   – 50 kg load capacity

   – Toolboxes can be stacked one inside the other for 

     economic transportation

Bracket set

234 485 000

Plastic tool box with bracket set

Dimensions Weight approx.

[kg/each]

Article No.

A 

[mm]

B 

[mm]

C 

[mm]

Toolbox body Toolbox lid Toolbox complete

without bracket

Bracket set

400 600 458 5 234 480 002 234 480 001 234 480 000 234 485 000

Individual spare parts

Article Weight approx.

[kg/each]

Article No.

Toolbox body 3,5 234 480 002

Toolbox lid 1,5 234 480 001

184



Titgemeyer / 10484EN0926 / 1

A
ll
 t

e
ch

n
ic

al
 d

at
a 

is
 i

n
te

n
d
e
d
 a

s 
a 

gu
id

e
 b

u
t 

is
 n

o
t 

b
in

d
in

g!
 S

u
b
je

ct
 t

o
 c

h
an

ge
 w

it
h
o
u
t 

n
o
ti

ce
.

Industrial supplies  / Toolboxes & storage solutions / Plastic

B C

A

Plastic tool box

– Material:

  Shock-proof, impact resistant PP, black, surface finish mat.

  Resistant to weathering, UV and temperature

  (-40 °C bis +60 °C), 100% recyclable

– Hinge system:

  Integrated 5-hinge system. Lid is supplied loose with a

  quick fit system that requires no tools for assembly

– Sealing system:

  All-round EPDM seal and basic lock make for a tight seal

– Lock system:

  One compression latch with lock, concealed by handle

  when locked

– Support:

  Pre-drilled, galvanised steel vertical bracket

– Other:

	 - Neutral model, no logo

	 - Guides inside the toolbox allow for the installation of a    	

   shelf

	 - Reinforced lid

	 - 50 kg load capacity

  - Toolboxes can be stacked one inside the other for 

	  economic (at tool box 234 481 000)

Bracket set

234 485 000

Plastic tool boxes

Plastic tool box with bracket set

Dimensions Weight approx.

[kg/each]

Article No.

A 

[mm]

B 

[mm]

C 

[mm]

Toolbox body Toolbox lid Toolbox complete

without bracket

Bracket set

350 500 400 3,3 234 481 002 234 481 001 234 481 000 234 485 000

350 500 300 3 – – 234 482 000 234 485 000

Individual spare parts

Artikel Weight approx.

[kg/each]

Article No.

Toolbox body 1,15 234 481 002

Toolbox lid 2,15 234 481 001
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Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic tool boxes

Plastic tool box

Modern-looking tool box. 

At a glance:

— Ergonomically shaped handle for

   optimal closing process

— Process-safe 3-point locking system

— Recessed latches in the locking recess

   prevent unintentional opening

— Internal lid in the body prevents water ingress

— Additional protection by rubber seal according to

    automotive industry standard

— 180° opening of lid

— Can be integrated into the side guard according to

   UN/ECE E2*73R01/02*12385*02

— Particularly durable

— Temperature resistance from approx. -50°C to +80°C

— Fully recyclable chemical resistant, UV-stable MDPE

— No protruding parts

— Lockable, locks with key as standard

— Cylinder lock recessed under the handle

— Maximum load: 75 kg

Bracket set:	�	   Sold as a set, complete with  

    4 Z-brackets each, with 2 angle struts 

    including fixing materials for fitting  

    to the box

Plastic tool box with bracket set

Tool box Bracket set

Width Height Depth Closures Capacity

[l]

Weight

approx.

[kg/each]

Article No. Weight

approx.

[kg/each]

Article No.

outer

[mm]

inner

[mm]

outer

[mm]

inner

[mm]

outer

[mm]

inner

[mm]

620 530 320 265 610 515 1 88 7 234 430 000 3,5 234 460 000

650 595 460 410 480 405 1 106 7,5 234 431 000 4,1 234 461 000

800 740 460 410 480 405 2 136 9 234 433 000 5,8 234 463 000

1000 940 460 410 480 405 2 167 12,5 234 435 000 6,0 234 465 000

1200 1130 460 410 480 405 2 201 14 234 437 000 6,8 234 467 000

Lose für Ersatzbedarf

Artikel Weight approx.

[kg/each]

Article No.

Sash fastener with lock [kg/each] 234 439 000
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Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic tool boxes

Plastic tool box

	— Made of glass-fibre reinforced plastic

	— Lid in sandwich design; distortion-free with all-round

	— circum ferential seal

	— With complete mounting kit, screws, bracket and wooden 

shelf

	— All lock furniture and hinges galvanized

	— Safety lock chromiumplated

Plastic tool box

Width

[mm]

Height

[mm]

Depth

[mm]

Weight

approx.

[kg/each]

Supplied Article No. with swivel-turn lock Article No.1 with swivel-turn lock

complete

with bracket

Shelf red2 black3 red2 black3

600 450 600 19 mit 1 – – – 234 360

750 450 500/350 20 mit 2 – 234 281 – –

1100 450 500 26 ohne 1 – 234 285 – –

600 600 600 28 mit 1 – – 234 363 234 361

1  Titgemeyer own-brand product

2  carmine red – similar to RAL 3002

3  black-grey – similar to RAL 7021

Other colours available on request. Please state RAL No.

Individual spare parts

Article Matches tool box Weight approx.

[kg/each]

Article No.

Swivel lever without cylinder lock 0,200 234 289

Swivel-turn lock complete 600 x 600 x 600    (234.2) – 234 290

Swivel-turn lock complete 450 x 600 x 600    (234.2) – 234 291
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Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic tool boxes

Plastic tool box

– Cabinet bolt lock with cylinder, 2 keys

– Type 60 with 3-point locking

– Extremely sturdy and safe design

– Optimum impermeability: inner lid with labyrinth seal

and EPDM soft seal

– Mounting accessories

– Integrated hinge system

– With large area for logo

– Withstands temperatures from +100 °C to -70 °C

Material

Housing:                   Plastic (PE), black

Mount:                      KTL-coated

Plastic tool box

Tool box Weight approx.

[kg/each]

Article No.

[kg/each]

Bracket

Typ

[mm] 

Breite

[mm]

Höhe

[mm]

Tiefe

[mm]

Weight approx.

[kg/each]

Article No.

40 400 350 370 3,8 234 500 2,0 234 510 001

50 500 400 370 6,3 234 502 2,0 234 510 001

60 600 450 470 9,2 234 504 2,5 234 511

Individual spare parts

Article Weight approx.

[kg/each]

Article No.

T-grip with lock equiv. 0,016 234 499 001

188



aA
bB

c
C

40

76

40

80

30

40

40

30

80

40

40

76

93 120 93

Titgemeyer / 10484EN0926 / 1

A
ll
 t

e
ch

n
ic

al
 d

at
a 

is
 i

n
te

n
d
e
d
 a

s 
a 

gu
id

e
 b

u
t 

is
 n

o
t 

b
in

d
in

g!
 S

u
b
je

ct
 t

o
 c

h
an

ge
 w

it
h
o
u
t 

n
o
ti

ce
.

Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic fire extinguisher case

– Regon plastic case for 6 kg fire extinguisher

– With long polypropylene window

– For 150 – 170 mm diameter fire

   extinguishers

– Bayonet lock built into the lids

– 22 lead-sealable grid-like fixing points

– With labyrinth seal

Technical data

Material:                    Polypropylen

Colour:                       Cover with viewing window red,

                                   Body black

Plastic fire extinguisher cases

Plastic fire extinguisher case

Type Dimensions Weight

approx.

[kg/each]

Article No..

A

[mm]

a

[mm]

B

[mm]

b

[mm]

C

[mm]

c

[mm]

Regon 620 550 335 244 240 204 [kg/each] 234 390 004
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Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic fire extinguisher cases

Plastic fire extinguisher case

Rimbox 145 case for 6 kg fire extinguisher, black, with

window. All-round elastomer strip provides a reliable seal.

Designed for fast and simple operation, even when wearing

gloves, using two integrated plastic flaps and quick-release

retaining strap. Optimum fixing of the fire extinguisher by

means of a securing strap with adjustable diameter and 

two different fixing positions. Drill-hole for attachment of 

security seal. (Horizontal mounting requires second secu-

ring strap)

Technical details

Material:                Recyclable polypropylene, UV-stable

                              and impact/fuel/acid-resistant

Length:                  633 mm

Width:                   287 mm

Height:                  216 mm

Colour:                  Red lid with transparent window

Casing:                  black

Weight:                 2,4 kg

Article No.:           234 390 003
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Industrial supplies  / Toolboxes & storage solutions / Plastic

Plastic fire extinguisher case

– Top-loading plastic box for 6 kg fire extinguisher

– For fire extinguishers with a max. diameter of 180 mm

– Internal strap to secure the fire extinguisher

– Snap shackle, locking pin and hinges made of plastic

Technical specifications

Material:                  Polyethylene

Colour:                     Red lid and body

Plastic fire extinguisher cases

Plastic fire extinguisher case

Type Dimensions Weight

approx.

[kg/each]

Article No..

A

[mm]

a

[mm]

B

[mm]

b

[mm]

C

[mm]

c

[mm]

JBFR 65 650 580 260 200 275 195 3,0 239 975 098
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Industrial supplies  / Toolboxes & storage solutions / Plastic

39
0

34
0

ø 70

R208

80 80230

540

Plastic fire extinguisher cases

Plastic water tank

– 100% recyclable

– Integrated threaded brass sockets for securing the

  mounting frame

– Complete with filler pipe and drain cock

– Suitable for foodstuffs

– Optional extra – mounting frame

Technical Data

Capacity:              32 litres

Material:              GRP manufactured using rotational

casting process

Accessory:           Mounting frame (optionally) zinc plated,

Article No.           234 393 000

Article No.:          234 392 000

Individual spare parts:

Water tap:

Article No.:          234 392 001

Spare-cover:

Article No.:          234 392 002

Fire extinguisher

– PG 6 Euro constant pressure powder fire extinguisher

– Filled with 6 kg ABC powder

– Brass valve and handle with shut-off function to carry

   and operate the extinguisher, with test valve

– Hose strap and nozzle

– High-quality steel cylinder with hanger for wall bracket

– Weather-resistant screen-printed lettering

– Corrosion-tested valve and extinguisher (ISO 9227)

– Extinguisher agent is water-repellent with no harmful

   health effects

– Mounting bracket included

Technical data

Model:                    PG 6 Euro

Weight,                  filled: approx. 9,8 kg/each

Extinguisher

medium weight:   6 kg content ABC high-performance

Article No.:           234 389 001
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Industrial supplies  / Functional technology/ Vibration damper

elastic blue® shock absorber units

Maximum load = 56 kN

Example: For a spring displacement of 3 mm

                (the washer combined with the housing form a

                 plane), the clamp strength is approx. 1000 N

Always follow the chassis manufacturer's assembly

guidelines!

elastic blue® shock absorber unit

To connect the chassis to the subframe

In order to facilitate movement of the chassis relative

to the body, the forward connecting sections generally

incorporate a resilient mounting. The elastic blue® shock

absorber unit is a flexible fixture consisting of a bush open

at one end and a washer. This has led to a 40% increase in

bearing capacity.

— No torque wrench required

— Only requires a visual inspection

— Quick installation

— Can be fitted on or under the brackets

Article No.         218 693 000
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About us

Titgemeyer is a leading international provider in the fi elds of fastening technology, 

automation solutions, and industrial components. With over 500 employees across 12 

European locations, this family-owned company, headquartered in Osnabrück, Germany, 

can look back on 125 years of success. Its portfolio comprises around 20,000 products, 

developed and manufactured both in series and in customised versions to meet specifi c 

customer needs.

Sales locations

Titgemeyer Austria GmbH

Brunner Straße 77 – 79

1230 Wien / AT

T +43 1 667 9040–0

E vertrieb-tat@titgemeyer.com

W  titgemeyer.at

Titgemeyer CZ spol. s r. o.

U Vodárny 1506

397 01 Pisek / CZ

T +420 732 598 375

E obchod@titgemeyer.com

W titgemeyercz.cz 

Titgemeyer Polska sp. z o.o.

Cypriana Bazylika 17

98-200 Sieradz / PL

T +48 438 282 015

E sales-pl@titgemeyer.com

W titgemeyer.pl

Titgemeyer Skandinavien A/S

Lunikvej 32

2670 Greve / DK

T +45 4360 0966

E info@titgemeyer.dk

W titgemeyer.dk

Titgemeyer Sverige

Box 3218

550 03 Jönköping / SE

T +46 (0) 3612 8350

E info@titgemeyer.se

W titgemeyer.se

Titgemeyer Finland

Hatanpään valtatie 24

33100 Tampere / FI

T +358 (0) 400 448 401

E info@titgemeyer.fi 

W titgemeyer.fi 

Headquarters

Titgemeyer GmbH & Co. KG

Hannoversche Straße 97

49084 Osnabrück / DE

PO Box 4320

49033 Osnabrück / DE

T +49 541 5822–0

E info@titgemeyer.com

W  titgemeyer.com

Production sites

Cirteq Limited (Glusburn)

‘Hayfi eld’ Colne Road, 

Glusburn, Keighley, 

West Yorkshire, BD20 8QP / GB

T  +44 1535 633 333

E  sales@cirteq.com

W  cirteq.com

Cirteq Limited (Tipton)

A2 Link One Industrial Park

George Henry Road

DY4 7BU Tipton / GB

T  +44 1535 633 333

E  sales@cirteq.com

W  cirteq.com

Titgemeyer Tools & Automation

spol s.r.o.

U Vodárny 1506

397 01 Písek / CZ

T  +420 732 657 298

E  tta-sales@titgemeyer.com

W  titgemeyer.com/en/tools-

     automation/

Titgemeyer (UK) Limited

A2 Link One Industrial Park

George Henry Road

DY4 7BU Ti pton / UK

T +44 121 557 9777

E tuk-sales@titgemeyer.com

W titgemeyer.co.uk

Titgemeyer France

Titgemeyer GmbH & Co. KG

Hannoversche Straße 97

49084 Osnabrück / DE

T  +33 7 6052 8753

E  marc.gaussin@titgemeyer.com

W  titgemeyer.fr


